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(Dated: November 13, 2012)

This paper presents a microfluidic device that implements standing surface acoustic waves in
order to handle single cells, droplets and generally particles. The particles are moved in a very
controlled manner by the two-dimensional drifting of a standing wave array, using a slight frequency
modulation of two ultrasound emitters around their resonance. These acoustic tweezers allow any
type of motion at velocities up to few ×10 mm/s while the device transparency is adapted for optical
studies. The possibility of automation provides a critical step in the development of lab-on-a-chip
cell sorters and it should find applications in biology, chemistry and engineering domains.

The recent progresses in lab on chip technologies have
opened numerous possibilities for medical diagnosis and
biological tests. One issue is the adaptation of current
technologies to microscale for higher integration, cost re-
duction and parallel processing capabilities, as illustrated
by the efforts to develop micro fluorescent activated cell
sorters (µFACS) [1, 2]. Another issue is the manipula-
tion of individual cells for in situ diagnostics and opti-
cal characterization. Surface acoustic wave (SAW) tech-
niques are particularly promising for particle handling as
they allow, when combined with a polydimethylsiloxane
(PDMS) microfluidic channel, optical access, local actu-
ation and fast response time capabilities.

In this Letter, we describe a device that can move
particles down to the size of cells and precisely control
their positions in a two-dimensional (2D) acoustic cage.
We show that the characteristics of these acoustic tweez-
ers are to be fast (×10 mm/s) and to exert forces that
are strong enough to counteract friction from wall, or
drag from hydrodynamic flows of reasonable velocities.
We present measurements of the particle trajectories ob-
tained for an oscillatory driving motion, so as to under-
stand the dynamics of slippage from the acoustic trap
above a threshold velocity. Last, we propose an insight
into the forces acting on particles in a microchannel un-
der the action of SAW emission, providing evidence of
their 3D action.

Friend et al. [3] have recently drawn a full panorama of
the potential offered by acoustic microfluidics based on
SAW emission in the case of standing waves (SSAW),
propagating waves (PSAW) or both. Using PSAW,
Franke et al. have demonstrated the deviation of a con-
tinuous flow containing cells at high frequency [2], and of
droplets in a water in oil emulsion [4]. Note that when
using these pushing forces the final position is not di-
rectly controlled because it depends on the surrounding
fluid velocity. Using SSAW, Shi et al. were able to force
bovine red blood cells particles to form lines [5] and ob-
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FIG. 1: a) Scheme of the acoustic device geometry. The flow
direction is indicated by the arrow. A first pair of interdigi-
tated transducers emits along the crystal strong axis Z which
coincides with the main flow direction. A second pair emits
along the perpendicular direction (Y axis). b) Principle of
frequency modulation to move particles. c) Image of two oil
droplets trapped in the acoustic chamber 1 mm wide and
50 µm high.

tained point-wise concentrations [6] of latex beads and E.
Coli cells with two interdigitated transducers (IDTs) in
an orthogonal arrangement. In this case, it is believed
that the observed patterns result from acoustic forces
due to SAW leakage in the liquid. These forces push-
ing the particle towards the pressure nodes, this leads
to a situation analog to bulk acoustic wave experiments
[7, 8]. Wood et al. have also shown line wise [9] and
point wise [10] alignments of latex particles using op-
posite pairs of IDTs, the visualization of particles being
obtained through a glass superstrate. In contrast with
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these experiments where the particles cannot be moved
at will on predetermined locations, Meng et al. [11] have
described a device where micro-bubbles and breast can-
cers cells can be transported at will across the width of
a microfluidic channel. The major improvement is the
use of some phase shift between the two IDTs located on
both part of to microfluidic channel to move the standing
wave pattern, and hence the particles. Recently Ding et
al. [12] have proposed to implement chirped electrodes
with a broadband response (in between 18.5 MHz and 37
MHz) to change the wavelength of a 2D standing wave
pattern in both directions, and thus entrain particles.

In the present work, we have designed a device that
cumulates the advantages of a 2D standing wave pattern
to trap particles in some nodal positions and the con-
tinuous control of a small phase shift to displace them,
staying at the resonance frequency of the device. The ex-
perimental setup is schematized on figure 1. The piezo-
electric is a 2”, 500 µm thick LiNbO3 single crystal wafer,
with X-cut section and Z as the main propagation direc-
tion (K2 = 5.9% in Z direction, and 3.1% in Y direc-
tion [13]). Electrodes forming the IDTs are produced by
successive metal depositions (Ti/Au, 15 nm/100 nm) on
the LiNbO3 wafer with a standard lift-off process. They
comprise 40 fingers electrode pairs with a constant pitch
λ of 100 µm. The microfluidic channel, 50 µm deep, is
fabricated in PDMS with soft-lithography using mold-
replica techniques. It contains a flow focusing geome-
try [14] used to produce droplets, a main channel and
a side branch 100 µm wide leading to the main acous-
tic chamber 1 mm×1 mm. As the flow exerts an extra
force on the particles to be counterbalanced by the IDT
emission, it is aligned along Z. The channel is assembled
under microscope on the piezoelectric wafer, after it has
been exposed for 10 s to an ozone plasma to promote
adhesion between PDMS and LiNbO3[15]. The whole
setup is heated to 65◦C for two hours and clamped be-
tween plexiglas plates and two aluminum disks to avoid
the premature detachment of the channel. Visualization
is made using a standard microscope (Macroscope Le-
ica Z6) and particle trajectories are recorded using a fast
camera (Phantom Miro 4, Vision Research) and treated
using ImageJ software (NIH, Bethesda, MD).

Two categories of particles are presented to illustrate
the efficiency of the tweezers: oil in water droplets, and
human red and white blood cells (hRBCs and hWBCs).
The oil droplets are generated in situ by injecting 50 cSt
silicone oil (Sigma Aldrich) and de-ionized water with
10% dishwashing surfactant (Dreft, Procter and Gamble)
in the flow focus [16]. The cells are obtained by succes-
sive concentrations using centrifugation and dilution in
a buffer solution (PBS) for plasma removing. The IDTs
are excited by a set of arbitrary waveform generators each
connected to 40 or 50 dB amplifiers (Amplifier Research,
model 75A250A and ENI, Models 320L, 325LA, 411LA).
A calibration of the performance of each IDT as a func-
tion of frequency is initially performed by observing the
deviation of some particles. The maxima are found at fre-

quencies F in the range 34.5−37 MHz as expected from
the ratio between the velocity of the Rayleigh wave of
the water loaded LiNbO3 to the IDT pitch [17]. A 1D or
2D standing wave pattern is created by exciting the IDT
pairs at the same frequency and amplitude, for which the
two counter-propagating waves compensate.

Particle motion is achieved by the low frequency modu-
lation of one IDT respective to its opposite. Periodic tra-
jectories were obtained by using modulations of the form
Fmod = F + ∆F g(2πfmt) where ∆F represents some
frequency deviation and fm the modulation frequency in
the periodic function g. Note that ∆F (of the order of
Hz) is much smaller than F , so that the device stays at
resonance. This type of excitation automatically creates
a dynamic phase shift ϕ(t) with respect to the other elec-
trode such that ϕ̇ = 2π∆F g(2πfmt) and thus a drift of
the interference pattern at the velocity vd = ϕ̇/2π×λ/2.
This contrasts with other works [11] where the motion
was obtained by the progressive adjustment of the static
relative phase between the two IDTs, or by an impor-
tant modification of the frequency of both electrodes to
change the wavelength [12].
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FIG. 2: a) Frequency versus time illustration of the modula-
tion function. Left : ‘elliptical’ motion, ∆F=5 Hz, fm=0.5 Hz.
Right ‘house’, ∆F=32 Hz, fm=1 Hz. The trajectories corre-
sponding to modulations sequences A and H are shown by
the arrows. b) Superimposed images of particles motions.
IDT pairs frequency for the standing waves: FZ=36.8 MHz,
FY =34.5 MHz. Left : Silicone oil droplets. Right : White
blood cells. c) Time evolution of the position of a silicone oil
droplet position along flow (Z-axis) and transverse to the flow
(Y-axis) and comparison with the model with fitting param-
eters L = 79.6 µm and fm=0.5 Hz.

Figure 2 illustrates the results obtained with oil
droplets that move under the action of two sine function
modulations along the two directions Y and Z (see also
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Supplementary Material [18]). The various droplets, dif-
fering by their diameters (40 µm and 10 µm for the small-
est) follow identical elliptical trajectories corresponding
to Lissajous patterns. As a function of time, a very good
fit is obtained from the following parameter free model:
z = z0 + L cos(2πfmt) and y = y0 + L sin(2πfmt + θ)
with L = λ∆F/4πfm half the amplitude of the course
and θ some initial phase at the starting time of the
SAW actuation. The figure also shows the trajectories
of WBCs (diam. ∼ 14 µm) with a modulation function
programmed to describe a ‘house’ shape. The control is
still good, though some discrepancies can be seen. For
RBCs, which sizes are smaller (6−8 µm), the control gets
more difficult at higher velocities and may depend on the
remaining flow direction.

In order to determine the limit velocities at which par-
ticles can be moved, the distances traveled by the par-
ticles along (and transverse to) the main flow have been
plotted in figure 3 as a function of the typical drift ve-
locity vd for the sinusoidal modulation. Up to 25 mm/s,
oil droplets have positions exactly predictable showing
that the two degrees of freedom are independent. At
larger velocities, the drifting amplitude is damped, since
the viscous forces become comparable to the acoustic
ones. For RBCs, this maximum obtained velocity reaches
7 mm/s in the flow transverse direction and is reduced
to 1.5 mm/s along the main flow.

The motion of the object can be predicted from the
balance of forces at low Reynolds number:

Frad sin[4π(y − y0(t))/λ] + 6πηRẏ = 0 (1)

where the first term is the radiation force on a object
located at the position y(t) in a standing wave (in the Y
or Z direction) whose nodes move according to the po-
sition y0(t) = L sin(2πfmt), and where the second term
is the Stokes drag at velocity ẏ in a fluid of viscosity η.
The time integration of ẏ gives an amplitude of displace-
ment very close to that of figure 3, with a sharp drop
in displacement efficiency when the drifting velocity ex-
ceeds vmax = Frad/6πηR, provided the radiation force
is fitted by Frad = 2.5 nN for the 10 µm droplets (and
Frad = 0.1 nN and 0.6 nN along the Z and Y direction
for the RBCs, assuming a diameter of 8 µm). We can
predict the acoustic pressure Pa associated with theses
forces to be 7.1 × 105 Pa (4.5 × 105 and 9.8 × 105 Pa
for RBCs in Z and Y directions). These values for the
pressures are obtained using the expression by Yosioka
[19] for the radiation force as a function of acoustic pres-
sure: Frad = πP 2

aV Φ/2λρc2, with V = 4πR3/3 and Φ
a parameter that depends on the acoustic properties of
objects and water [20]. These predictions are of the order
of magnitude expected for nanometric vibrations ampli-
tudes of the substrate [21] (as can be computed using
Pa = ρcAω, with ρ the density of water, c the sound ve-
locity, A the vibration amplitude and ω the pulsation).

In an attempt to identify the parameters that influence
the efficiency of the tweezers, we multiplied the experi-
ments by varying particle sizes, particle composition, flow
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FIG. 3: Total amplitudes of the periodic trajectories trav-
elled by hRBCs and 10 µm silicone oil droplets along the flow
(∆Z) and transverse to the flow (∆Y ) direction as a function
of the maximum calculated drift velocity (2πfmL). The val-
ues are normalized from the amplitude of the total standing
wave displacement 2L. The continuous line showing plateaus
corresponds to the numerical integration of Eq. (1) for oil
droplets.

velocities, SAW amplitude and direction of emission. We
observed that the proximity of the lateral channel walls
(seen on Fig. 2(b)) could interfere with the particles mo-
tion due to undesired standing waves, that originate from
the reflexion of the incoming waves and that are fixed re-
spective to the moving standing wave pattern. It was
also found that the acoustic threshold necessary to ini-
tiate motion depended both on the particle size and its
composition. For a given size, the threshold is less for
bubbles than for droplets, itself less than for cells. When
the composition is fixed, the manipulation of smaller par-
ticles requires larger acoustic amplitudes. These observa-
tions are compatible with a mechanism where the forces
at the origin of the acoustic tweezers are given by the
gradient of acoustic pressure [19]. However, some exces-
sive acoustic amplitudes can also result in a decrease of
the particle mobility as we now discuss.

As sketched on figure 4, the creation of a standing wave
from two counter propagating waves on the piezoelectric
wafer also gives rise to a propagative component normal
to the piezoelectric surface, which pushes the particles
toward the PDMS walls. For objects whose dimensions
exceed the channel height (large bubbles or droplets),
this results in an increase of the friction forces at large
acoustic powers. Dewetting of the thin film in between
the object and the PDMS top surface can even be ob-
served for objects at rest, when the disjoining pressure is
not large enough to counterbalance the acoustic forces.
For objects smaller than the gap height the mobility is
also decreased, to an extent that depends on the top wall
proximity and therefore on the amplitude of the radiation
forces. This idea was verified by directly observing un-
der a microscope the accumulation of RBCs against the
PDMS. As a consequence, the search of an optimal acous-
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FIG. 4: Sketch of the 3D motion of a particle actuated by
SAW propagation. The acoustic wave inside the liquid is at
the same time a standing wave in a plane parallel to the sur-
face (YZ plane), and propagating along the perpendicular di-
rection (X), since it is a superposition of two leaky waves, i.e.
sin(kz + kF sin θR x − ωt) + sin(−kz + kF sin θR x − ωt) =
2 cos(kz) sin(kF sin θR x− ωt), where k is the SAW wavevec-
tor, θR the Rayleigh angle, and kF = k/ cos θR the acoustic
wavevector in the liquid.

tic power to manipulate particles with SAW involves the
consideration of the 3D nature of the forces that are cre-
ated.

In conclusion, we have developed and characterized
acoustic tweezers that induce fast motion and precise po-
sitioning of single particles made of various materials. We
found that the action of the SSAW also involves normal
radiative forces, and we have evidenced their effect on
the particle mobility. Eventually, we hope this work will
contribute to the rapid development of efficient acoustic
tweezers for cell manipulations, since it helps to adjust
the amplitude of the acoustic force necessary to trap par-
ticles, depending on the desired drifting velocity.
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