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Fracture path in an anisotropic material in the light of a friction experiment.

D. Chateau and J.-C. Géminard∗

Laboratoire de Physique, Ecole Normale Supérieure de Lyon, CNRS,
Université de Lyon, 46 Allée d´ Italie, 69364 Lyon Cedex, France

A slider is pulled by means of a flexible link on a flat solid surface which exhibits anisotropic
frictional properties. The resulting trajectory of the slider is assessed experimentally. First, we
check that the experimental results are in excellent agreement with a theoretical description of the
problem based on an expression of the frictional forces. Second, we point out that the trajectory
of the slider can be recovered by the use of a “maximum of energy release rate” criterion which is
generally used to predict the path of a fracture even if the validity of the principle is difficult to
verify in the latter complex systems.

PACS numbers: 46.90.+s; 62.20.Qp; 46.50.+a; 83.60.Uv

I. INTRODUCTION

Fractures are ubiquitous in everyday life. Examples
range, from the harmless, annoying but maybe useful,
craquelures on paintings [1, 2] to the dramatic rupture
of large structures such as aircraft fuselages [3]. Because
of its high practical importance, fracture mechanics de-
veloped dramatically as an engineering discipline during
the last century. The seminal works of Griffith [4], and
later Irwin and Orowan [5, 6], have provided the stan-
dard tools to explain fracture in engineered structures.
Criterions were proposed for the threshold and direction
of fracturing. In the present article, we shall focus on,
specifically, the potential applicability of a “maximum
energy release rate” criterion [7] when anisotropy of the
material properties comes into play.
One of the most important questions raised by the frac-

turing process, apart from the location of the nucleation
sites and threshold, is the direction in which the fracture
will propagate. Nice examples are provided by experi-
ments performed in thin sheets. They reveal that the di-
rection can be tuned by the boundary conditions [8–10],
or in other words by the geometry of the stress field. In
the same way, fractures interact through the stress field
and, for instance, the tearing of a rectangular flap from
a sheet leaves generally a convergent tear, the cortina
mode [11, 12]. But in a stretched foil, provided that the
physical properties of the material are isotropic, an iso-
lated fracture propagates perpendicularly to the stretch-
ing direction, which can be easily understood from simple
symmetry arguments.
When the anisotropy of the material properties comes

into play, simple symmetry arguments are not relevant
to account for the fracturing direction which is not nec-
essarily perpendicular to the direction of the maximum
stretching stress, as illustrated in thin sheets [13]. A
very striking illustration is provided by the trajectory
of a crack forced to propagate in a thin sheet of brit-
tle material by means of a rod, namely a blunt object
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[14]. If the material is isotropic, the fracture trajectory
is a spiral which does not depend on the details of the
rod trajectory. If the material is anisotropic, the tra-
jectory exhibits oscillations around the spiral and, even,
almost straight segments and kinks if the anisotropy is
large. In order to account for the trajectory, one could
use possible generalizations of the symmetry criterion to
the case where fracture energy depends on the orienta-
tion that were proposed rather recently [15–18], but are
not widely accepted by the fracture community, and the
authors do prefer to consider the “maximum of energy
release rate” criterion [7] which, however, must be con-
sidered with caution.

Inspired by the latter experiment, in particular by
the appearance of straight segments and kinks which re-
minded us of facets and angular points in equilibrium
shapes of crystals, we sought for a system permitting
the observation of closed trajectories. One would thus
wonder if the trajectory would not relate to the depen-
dence of the fracture energy on the orientation as the
equilibrium shape of a crystal relates to the dependence
of the surface free energy on the cristallographic orienta-
tion [19, 20]. The impossibility to make a fracture follow
a periodic and closed trajectory led us to consider a fric-
tional system instead.

At this point, it is particularly interesting to underline
common features of fracturing and friction processes [21].
The parallel between friction and fracture has already
been drawn successfully so as to formulate friction theo-
ries, based on microscopic considerations, using concepts
developped to describe fracture [22]. Here, we draw the
parallel between fracture and friction at the macroscopic
scale. The propagation of a fracture leads to the creation
of two new surfaces and the associated energetic cost in-
creases linearly with the fracture length, whereas elastic
energy loaded in the material is released. Similarly, when
a slider is pulled by means of a spring on a flat substrate,
the energy dissipated by friction increases linearly with
the sliding distance, whereas elastic energy loaded in the
spring is released [23].

The similarities between the fracturing and friction
processes are such that one can hope to get insights in
the mechanisms governing the fracture paths from a fric-
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tion experiment. Interestingly, in the friction problem,
the elastic contribution reduces to the elongation of the
spring whereas, in the fracture problem, the elastic con-
tribution is complicated. For symmetry reasons, if the
frictional properties of the substrate are isotropic, the
slider moves in the pulling direction. But, if the frictional
properties of the substrate are anisotropic [24], the slider
does not necessarily move in the pulling direction [25] like
a fracture which does not necessarily move perpendicu-
larly to the stretching direction in an anisotropic mate-
rial. Even more interesting, considering the fracturing
process, one could wonder if the anisotropy of the frac-
ture energy governs the fracture trajectory alone or if the
anisotropy of the elastic properties of the material also
come into play. In the frictional system, the anisotropy
of the friction alone is responsible for the anisotropy of
the trajectory.
We propose to produce periodic trajectories by pulling

one end of the spring along a circle whereas the slider
is attached at the other end. The geometrical proper-
ties of the trajectories are analyzed with respect to the
anisotropy of the frictional properties of the substrate.

II. BASIC CONCEPTS

We consider a material point M (mass m) in frictional
contact with a horizontal surface. We assume that the
point M is continuously in motion, so that we can con-
sider that the frictional contact between the slider and
the surface can be characterized by a unique friction co-
efficient (i.e. the dynamical friction coefficient), µ(α),
that however depends on the sliding direction, α. By
definition, for a displacement t dl in the direction α with
respect to a frame of reference attached to the surface
(t is the unit tangent vector to the trajectory of M),
the amount of energy δWµ = µ(α)mg dl is dissipated by
friction (g denotes the acceleration due to the gravity).
Let us now consider that the external force F is applied

to the point M (Fig. 1a). The work of F associated with
the displacement t dl is δW = (F.t) dl. Assuming that
the work of the force F is entirely dissipated by friction,
we get F.t = µ(α)mg ≡ f(α) where, for convenience,
we introduced f(α), the frictional force in the direction
α. The energy balance thus provides a relation between
the applied force, the frictional properties of the contact
and the sliding direction, but note that the condition
is not sufficient to determine the sliding direction if the
frictional contact is anisotropic (Fig. 1b).
We now aim at finding the angle θ that the trajectory

makes with the direction of the applied force. We as-
sume that the slider is experiencing a continuous motion
(i.e. no stick-slip. Indeed, the actual picture would not
hold true if the slider came to rest and, thus, the static
frictional coefficient came into play [21]). In this frame-
work, f(α) can be regarded as the minimum force to
apply in the direction α to make M move in that specific
direction. Assuming that the material point moves in the

FIG. 1. Sketch of the considered situation – (a) The
force F is applied to the material point M . As a result, M
moves along the vector t which makes the angle α with the
direction i of the frame of reference attached to the surface
and the angle θ with F. The vector t is the local tangent
to the trajectory (grey line). (b) Frictional force f(α) (light-
gray line) and projection F.t of the applied force in the sliding
direction as a function of α. For a large intensity F of the
applied force (dashed line), the energy balance is satisfied for
two different sliding directions. The sliding direction is thus
uniquely defined only for the specific intensity of the applied
force F which makes the curves tangent (dark-grey line).

first possible direction, thus as soon as F.t reaches the
threshold force f(α) in any direction, we get the second
condition that the sliding direction is given by the point
at which the curves f(α) and F.t are tangent (Fig. 1b),

which leads to : ∂
∂α (F.t)

∣∣∣
F
= f ′(α). Denoting n = dt

dα

the normal to the trajectory , we can write this second
condition F.n = f ′(α).

In summary, the two conditions that F.t = f(α) and
F.n = f ′(α) constrain the sliding direction and thus
govern the slider trajectory. Taking into account that
F.t = cos θ and F.n = − sin θ, reminding that f = µmg,
we write the final result:

F.n

F.t
= − tan θ =

µ′

µ
(1)

where the right member µ′/µ is taken for the sliding di-
rection. In the next section (Sec. III), we describe an ex-
periment which makes it possible to test experimentally
that a mass in frictional contact with a surface exhibiting
anisotropic friction properties indeed experiences trajec-
tories compatible with Eq. (1).

III. EXPERIMENTS

In order to confront Eq. (1) with the experiment, we
chose to force a slider to follow periodic trajectories on a
solid surface. The idea is to assess the relation between
the friction properties (anisotropy, symmetry) and the
geometrical properties of the slider trajectory.

The experimental device consists of a melamine wood
board (50 × 50 cm2, Fig. 2). At the center, the axis of
a DC motor, perpendicular to the board plane, drives a
metallic arm (length 25 cm) which remains parallel to
the board surface (gap about 1 mm). In the range of
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accessible voltages (0-12V), the angular velocity ranges
from 0 to 4 rpm.

FIG. 2. Sketch of the experimental device

The slider consists of a brass disk (thickness 1 cm,
diameter 2, 3 or 4 cm). In order to insure reproducible
friction properties, the bottom surface of the slider is
covered with Bristol board [26].

A link (i.e. a thin nylon fishing line) connects the slider
to the rotating arm. At one end, in order to insure that
it does not apply any significant torque to the slider, the
nylon wire makes a loose loop around a lug located at the
center M of the top. At the other end, the link is firmly
attached to the arm at a point P whose distance OP to
the center of rotation can be tuned from 1 to 24 cm by
steps of 1 cm.

A digital camera (JAI, CB-080 GE), located 1.8 m at
the vertical of the center O, images the system along
the symmetry axis. The trajectory of the point M
is recorded during several revolutions at 30 images/sec
(1024×1024 px2). The positions (xP, yP) and (xM, yM)
of the points P and M respectively are obtained by sub-
sequent analysis of the movie with ImageJ [27].

IV. EXPERIMENTAL RESULTS

Here, we discuss two experimental cases, the 1-fold
and the 2-fold anisotropies, that are described theoreti-
cally in appendix A.

Before reporting the results, let us remark that, on
the one hand, the link is almost inextensible, which
insures that the slider experiences a continuous motion
(no stick-slip [23]). On the other hand, we checked that
the results are independent of the rotation velocity and,
in addition, of the slider diameter. We thus report data
obtained with one slider (diameter 3 cm) rotated at
0.5 rpm.

A. 1-fold anisotropy

The first, easy way, to generate an effective anisotropic
friction is to tilt the surface. Indeed, denoting β the angle
the surface makes with the horizontal, one can immedi-
ately check that the energy cost per unit length along the
maximum slope is (µd cosβ−sinβ)mg for a slider moving
downwards and (µd cosβ + sinβ)mg for a slider moving
upwards, the cost along the perpendicular direction be-
ing equal to µd cosβ mg. Tilting the surface by an angle
β is thus equivalent to an anisotropic surface exhibit-
ing the frictional coefficient µ(α) = µ0 (1 + ε cosα) with

µ0 = µd cosβ and ε = tan β
µd

. We can then assess exper-

imentally the anisotropy of the trajectory as a function
of the two parameters, the reduced length l ≡ PM/OP
and the anisotropy ε that can be tuned continuously.

(a) (b)
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FIG. 3. 1-fold anisotropy – (a) Trajectories of the points
P and M – The arrow indicates the upward slope. Here, we
report results obtained for β = 3.2 deg. We observe that
the trajectory of the slider remains almost circular but out-
of-center as predicted theoretically (Eq. A.6). (b) Anisotropy
ε′ (squares) and angle α0 (diamonds) vs. reduced length l.
We observe an excellent agreement with the theoretical pre-
dictions (continuous and dashed lines, respectively).

Let us first point out that we characterized the effec-
tive frictional properties using a force sensor and pulling
the slider downwards and upwards. Doing so, we ob-
tained the value of the dynamical frictional coefficient
µd = (0.28 ± 0.01) and checked that the dependency of
the anisotropy ε on the tilt angle β is indeed compatible
with the latter value of µd.

We then contrasted our experimental measurements
with the theoretical predictions of Eq. (A.6). We checked
that the trajectory of the slider (Fig. 3a) is satisfactorily
described by r(α) = r0 [1−ε′ cos (α− α0)] (Eq. A.6). and
that the anisotropy of the trajectory ε′ is indeed propor-
tional to the anisotropy of the friction ε in the limit of
small anisotropy, thus for small tilt angle β. Then, we
assessed the dependency of the anisotropy ε′ and of the
angle α0 on the reduced length l (Fig. 3b). An excellent
agreement is obtained without any adjustable parame-
ter.
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B. 2-fold anisotropy

We used a second way to generate an anisotropic fric-
tion. The surface of the melamine board is covered with
a thin wood board clearly exhibiting rids in a given
direction. We checked in this case that the frictional
coefficient was the same in both directions along the
principal axes and that one could satisfactorily consider
a dependency of the frictional coefficient in the form:
µ(α) = µ0 (1 + ε2 cos 2α) with ε2 ' 3.5 10−2.
In this second case, we observe that the trajectories

are almost ellipses, centred in O, correctly described by
r(α) = r0 [1 − ε′2 cos 2(α− α0)] (Eq. A.7). The depen-
dencies of the anisotropy of the trajectory, ε′2, and of the
angle α0 are again in good agreement with the theory
without any adjustable parameter.
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FIG. 4. 2-fold anisotropy – (a) Angle α0 vs. reduced length
l – The experimental data (diamonds) are in excellent agree-
ment with the theoretical prediction [dashed line, Eq. (A.7);
the error bars are obtained from the interpolation of the data].
(b) Anisotropy ε′ vs. reduced length l – Even if the agreement
is not as good as obtained for the angle α0, the dependency
of ε′ on l if compatible with Eq. (A.7).

Note that the functional dependencies of the
anisotropy and angle on the reduced length l differ qual-
itatively between the 1-fold and 2-fold anisotropies. The
agreement between the experimental measurements and
the theoretical predictions from Eq. (1) in both cases
validates the latter. In the next section, we discuss the
possibility to recover the result from an energetic argu-
ment.

V. ENERGY RELEASE RATE

Let us first discuss the experimental situation in re-
gards to the “maximum of energy release rate” criterion.
To do so, we start by considering an energetic balance.
We consider the general situation sketched in the figure 5.
The force F is applied to the material point M of mass m
in frictional contact with the surface. As a consequence,
the point M is displaced in the direction of t, making the
angle θ with the direction of the force F.
Let us consider an elementary work δW of the applied

force, associated with a displacement dl∗ of M in the
direction of t. Taking into account that t makes the

FIG. 5. Sketch of the considered situation – The force
F is applied to material point M . As a result, M moves along
the vector t which makes the angle θ with F. The vector t is
the local tangent to the trajectory (grey curve).

angle θ with F, we can write that the displacement dl of
M along F is dl = cos θ dl∗. The associated work of the
friction δWµ = f(θ) dl∗, where f = µmg is the frictional
force and µ the value of the frictional coefficient in the
direction of t.

Considering that the work δW is either converted in
elastic energy δE (for instance in the pulling system) or
dissipated by friction, the energy balance can be written:

δW = δE + δWµ (2)

The above energy balance (Eq. 2) makes it possible to
write the change in the elastic energy δE = [F cos θ −
f(θ)] dl∗ and, finally, the energy release rate:

Err ≡ − ∂E
∂l∗

∣∣∣
F
= −F cos θ + f(θ). (3)

The condition of maximum energy-release rate then
writes:

∂Err
∂θ

∣∣∣
F
= F sin θ + f ′(θ) = 0. (4)

Then taking into account that the energy conservation
imposes F cos θ = f(θ) in the limit of an infinitely stiff
driving system [by taking δE = 0 in Eq. (2)], and remind-
ing f = µmg, we finally write :

tan θ = −µ′

µ
. (5)

where the second member −µ′/µ is taken for the slid-
ing direction. We note that, interestingly, the angle pre-
dicted by the latter energetic argument is consistent with
the result obtained by considering the force (Sec. II) and
validated by the experiment (Sec. IV).

VI. CONCLUSION

We considered the case of a slider in continuous mo-
tion. In this case, the friction properties are accounted
for by a unique frictional coefficient, independent of the
velocity, which however can depend on the direction.
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The analogous rupture-problem would concern the quasi-
static propagation of a fracture whose energy would not
depend on the velocity but, potentially, on the direction.
In addition, the displacement of the slider with respect
to the surface is only associated with friction and, espe-
cially, does not involve any plastic deformation. Thus,
the frictional system mimics the fracturing process in an
anisotropic, brittle, material.
A first potential extension of the experiment would

be to achieve very large anisotropy and thus to produce
kinks and facets. An additional question is that of the
existence of any geometrical construction, analogue of the
Wulff construction [19], to obtain the trajectory from the
µ-plot, namely from the representation of the values µ(θ)
of the frictional coefficient in polar coordinates. Finally,
it would be also interesting to analyze the effects of a
difference between the static and the dynamical frictional
coefficients, when the slider is experiencing a stick-slip
motion, which would mimic a fracture propagating by
fits and starts.
It remains that we obtained a good agreement between

the experimental and theoretical trajectories of a slider
pulled on an anisotropic surface. The equations govern-
ing the trajectories have been obtained, independently,
first by considering the friction force and, second a ”max-
imum of energy release rate” criterion, which indicates
that the latter criterion applies in the present experi-
mental situation. Even if the result obviously does not
constitutes a proof, it is at least a simple illustration that
can be potentially used for educational purpose.
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Appendix A

In the present appendix, we determine, based on
Eq. (1), the trajectories of the slider for the two cases
explored experimentally.

Let us consider a material point M pulled thanks to an
inextensible, but flexible, link (a thin wire, for instance)
attached to a point P which experiences a circular trajec-
tory centred in O (Fig. A.1). We denote R the radius of
the circular trajectory of P and a the length of the link
MP . The material point M is pulled by the rotation
of P around O (the vector OP makes the angle ω with
a reference axis) whereas the link PM is free to rotate
in P .
Before considering the anisotropic case, it is interesting

to consider the trajectory experienced by the point M
when the friction properties are isotropic. In this case,

FIG. A.1. Sketch of the experimental configuration

because of the symmetry of the problem, one expects the
trajectory of M to be a circle (continuous gray line in
Fig. A.1). The position of M is obtained by considering
that M lies on the circle of center P and radius a (gray
dashed line) and that MP must be tangent to the
trajectory (indeed, in absence of anisotropy, the slider
moves in the direction of the applied force, thus in the
direction of the link MP ). The last condition imposes

that ÔMP is a right angle and, thus, that (OM) is
tangent to the circle of center P and radius a. The
trajectory of M is thus a circle of center O and radius r
such that r2 + a2 = R2, i.e. r =

√
R2 − a2. Note that

accessible configurations are limited to a ≤ R. Indeed,
when the link PM is longer than the radius OP , the
material point M tends to rotate around the point P
and the link to wrap around the rotation axis in O. The
ratio l ≡ a/R is thus the unique control parameter of
the problem for the anisotropic case and the next results
will be reported as a function of l in the range [0, 1[. In
the following, we take R = 1.

Considering now the anisotropic case, one must deter-
mine the trajectory of M taking Eq. (1) into account.
To do so, we will describe the position of the point M ,
for a given angle ω, in the frame (ur,uw), where ur de-
notes the unit vector such that OP = ur (remember
that R = 1) and uw its normal. We introduce the angle
φ such that PM = l (cosφur + sinφuw). Obtaining the
trajectory of M is equivalent to obtaining the function
φ(ω).

The local tangent to the trajectory equals (by deriva-
tion of OM with respect to ω):

t =
−l (1 + φ′) sinφur + [1 + l (1 + φ′) cosφ]uw√

1 + 2 l (1 + φ′) cosφ+ l2 (1 + φ′)2

(A.1)
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and thus the normal:

n = − [1 + l (1 + φ′) cosφ]ur + l (1 + φ′) sinφuw√
1 + 2 l (1 + φ′) cosφ+ l2 (1 + φ′)2

.

(A.2)
The angle that the tangent t makes with the direction i
attached to the surface is given by:

cosα = t.i (A.3)

= − l (1 + φ′) sinφ cosω + [1 + l (1 + φ′) cosφ] sinω√
1 + 2 l (1 + φ′) cosφ+ l2 (1 + φ′)2

sinα = t.j (A.4)

=
−l (1 + φ′) sinφ sinω + [1 + l (1 + φ′) cosφ] cosω√

1 + 2 l (1 + φ′) cosφ+ l2 (1 + φ′)2
.

The differential equation governing the trajectory is
obtained by replacing t, n, and α in Eq. (1). Considering
that F and PM are collinear, the latter equation reduces

to PM.n
PM.t = µ′(α)

µ(α) :

cosφ+ l (1 + φ′)

sinφ
= −µ′(α)

µ(α)
(A.5)

where, we remark, the magnitude of the force F does
not appear. To go farther, one must introduce the de-
pendency of the friction coefficient µ on the angle α. In
the next subsections, we consider the two specific cases
tested experimentally.

A.A. 1-fold anisotropy

Here we consider that the frictional coefficient is max-
imum in one direction along a given axis and minimum
in the opposite direction along the same axis, which cor-
responds to µ(α) = µ0 (1 + ε cosα).
In order to propose an analytical solution to the prob-

lem, we consider that the anisotropy ε of the friction is
small. We further assume that, to the first order, the
trajectory exhibits an anisotropy of the order of ε and

search the solution in the form r(α) = r0 [1 + ε δr(α)r0
].

After some algebra, we get:

r(α) = r0 [1− ε′ cos (α− α0)]

with r0 =
√
1− l2 , ε′ = l ε (A.6)

sinα0 = l and cosα0 =
√
1− l2.

The anisotropy ε′ of the trajectory depends on l, thus
on the length a of the link. Obviously, ε′ vanishes for a
vanishing length a. The opposite limit is that ε′ → ε for
a → R (l → 1). Note also that the trajectory does not
exhibit the same symmetry as the frictional coefficient.
Indeed, the axis of minimum radius does not coincide
with the axis of maximum frictional coefficient. Indeed,
α0 6= π

2 and, moreover, depends on l. The result is not
surprising because the driving system is not symmetric.
Note however that α0 → π

2 for a → R, i.e. when the
driving system becomes almost symmetric, the link
being in average perpendicular to the trajectory in this
peculiar limit (The trajectory reduces to a point).

A.B. 2-fold anisotropy

Here we consider that the frictional coefficient is max-
imum along one axis and minimum along the perpendic-
ular axis, which corresponds to µ(α) = µ0 (1+ε2 cos 2α).

We consider that the anisotropy of the friction is small
and that, to the first order, the trajectory exhibits an
anisotropy of the order of ε2. We search the solution in

the form r(α) = r0 [1 + ε2
δr(α)
r0

]. After some algebra, we
get:

r(α) = r0 [1−ε′2 cos 2(α− α0)]

with r0 =
√
R2 − l2 , ε′2 =

2 l√
1 + 3 l2

ε2 (A.7)

sin 2α0 = −
√
1− l2√
1 + 3l2

and cos 2α0 =
2 l√

1 + 3l2
.

Again, the anisotropy ε′2 of the trajectory depends on l.
Obviously, ε′2 vanishes for a vanishing l. The opposite
limit is that ε′2 → ε2 for l → 1. Note also that the
trajectory does not exhibit the same symmetry as the
frictional coefficient. Indeed, the axis of minimum radius
does not coincide with the axis of minimum frictional
coefficient but, again, α0 → π

2 for l → 1.
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cordages. Bachelier, 1821.
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