
HAL Id: hal-00905539
https://hal-mines-paristech.archives-ouvertes.fr/hal-00905539

Submitted on 18 Nov 2013

HAL is a multi-disciplinary open access
archive for the deposit and dissemination of sci-
entific research documents, whether they are pub-
lished or not. The documents may come from
teaching and research institutions in France or
abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est
destinée au dépôt et à la diffusion de documents
scientifiques de niveau recherche, publiés ou non,
émanant des établissements d’enseignement et de
recherche français ou étrangers, des laboratoires
publics ou privés.

A strategy for the estimation of the fatigue life of
notched components under random multiaxial fatigue
Georges Cailletaud, Thibault Herbland, B. Melnikov, Andrei Musienko,

Stéphane Quilici

To cite this version:
Georges Cailletaud, Thibault Herbland, B. Melnikov, Andrei Musienko, Stéphane Quilici. A strategy
for the estimation of the fatigue life of notched components under random multiaxial fatigue. 9th
International conference on multiaxial fatigue and fracture, Jun 2010, Parme, Italy. pp.769-776. �hal-
00905539�

https://hal-mines-paristech.archives-ouvertes.fr/hal-00905539
https://hal.archives-ouvertes.fr


A strategy for the estimation of the fatigue life of notched
components under random multaxial fatigue

G. Cailletaud1, T. Herbland1, B. Melnikov2, A. Musienko2, S. Quilici1
1MINES ParisTech, Centre des Matériaux, CNRS UMR 7633,

BP 87, 91003 Evry Cedex, France
2State Polytechnical University, Material Strength Department,

195251 St-Petersburg, Russia

ABSTRACT This paper describes three new models that can be used (1) to determine the
stress–strain response in stress concentration zones for components submitted to complex
multiaxial loading paths, (2) to extract relevant cycle sequences from a general three-
dimensional loadin path, (3) to find the hypersphere enclosing any type of cyclic load
history. These three models can be combined to post-process an elastic Finite Element
Analysis, and provide a fast estimation of the fatigue life of the components.

1 INTRODUCTION

The application of multiaxial random loadings on notched components generates com-
plex stress and strain histories at the notch root. This can be modelled by means of Finite
Element Analyses (FEA), nevertheless, there is also a need for simplified approaches in
order to perform fast computations of the component life. A global strategy must first
provide a stress–strain history on critical points, then apply a post-processing to extract
cycles from the complex signal, and finally use a fatigue model to compute the number of
cycles to failure. The present paper is focused on the second part of the chain. It describes
a multiaxial rainflow technique able to extract a series of cycles from a prescribed three-
dimensional stress history. This method uses a specific solution to place an hypersphere
around a given number of points in the stress space, that is described as well.

2 AN ELASTOPLASTIC CORRECTION IN STRESS CONCENTRATION ZONES

This part of the strategy is just recalled here for the sake of completeness. A full de-
scription of the method is provided in a recently submitted paper [1]. Its development
started from the observation that classical models like Neuber’s [2] or generalized Neu-
ber rules [3–7] hardly account for the minor components in the case of three-dimensional
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loadings. This can be easily illustrated by the example of an axisymmetrical notched spec-
imen loaded in tension. Eight unknowns have to be introduced to characterize notch root
behaviour. Namely, in cylindrical coordinates where (r,z,θ) ≡ (1,2,3), one has two non
zero stress components (σ2 and σ3), three non zero strain (plastic strain) components, (ε1,
ε2, ε3)/(ε p

1 , ε
p
2 , ε

p
3 ). The equations available to solve the problem are three non trivial

elasticity relations, three non trivial equations provided by the plasticity model. Two more
equations are then needed. One of them is given by a scalar rule involving strain×stress
terms (like σi jεi j), that characterizes flow intensity. The last one must define the relative
amount of plasticity on each component, thus the flow direction. The consequence of such
an approach is that the applicability of the various rules are restricted to a narrow domain,
not far from the identification conditions.

The proposed approach uses an adaptative correction technique, that introduces ad-
justable parameters to build an estimation of the elastoplastic solution from the elastic
field. The local field is obtained by using a concentration rule, that provides the stress ten-
sor for an elastoplastic behaviour, σ∼ , by substracting a corrective term to the stress tensor
originating from the elastic computation, σ∼

e:

σ∼ = σ∼
e−C
≈

: β
∼

(1)

The tensorial variable β
∼

is a function of the local plastic strain ε∼
p. Its rate is defined as

β̇
∼

= ε̇∼
p−D

≈
:
(

β
∼
−δ
≈

: ε∼
p
)
||ε̇∼

p|| (2)

When applied to axisymmetrical notched specimens, these relations provide the two miss-
ing equations that close the problem. Two cases have been considered:

• linear corrective term, C
≈

= C
≈

L and D
≈

= 0;

• non linear corrective term, C
≈

= C
≈

N and D
≈

= D
≈

N ;

The tensor δ
≈

depends on one parameter only, since δ
≈

= δ diag (1,1,1,1/2,1/2,1/2), mean-
while C

≈
and D

≈
are symmetric fourth order tensors that ensure a zero stress vector at the

free surface. In Voigt notation, assuming that x1 is normal to the surface, only the terms
22, 23, 33 and 55 are non zero. These non-zero components are calibrated by means of
an optimization process where the output of the simplified model is compared to the result
of a finite element analysis. After identification, the model is able to represent any type
of loading. It has already been used for notched specimens submitted to complex non
proportional tension-torsion loading paths [1].
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Figure 1: Illustration of the cycle extraction procedure: (a) Example of a one dimensional
loading path; (b) Successive locations (dashed circles) of the domain circumscribing the loading

path during the first loading OA and final position (solid circle); (c) Successive locations and final
domains during AB branch (d) Successive locations and final domains during BC branch (e)

Elimination of the circle of diameter AB and growth of the former OA diameter circle to reach
OD. (f) Determination of the center of the current active surface for a non-proportional loading [9]

3 A MULTIAXIAL RAINFLOW ALGORITHM

The algorithm is based on the “active surface” concept used in some plasticity models. Its
first version was developed by Melnikov and Semenov [8]. Like onedimensional rainflow
technique, it provides a series of centers and ranges coming from the extracted cycles, but
instead of working on one dimension, the algorithm accounts for the full tensorial form.
The various steps of the method are explained in figure 1, for the elementary case of a
cyclic tensile load (Fig.1a). The purpose is to dynamically generate surfaces that include
a part of the loading path. The algorithm starts with an initial surface reduced to a point at
the origin, 0. Along the OA branch, the surface diameter is defined by O and the current
point, ending at OA (Fig.1b). Just after A, an unloading is detected, and a new surface is
created inside the first one. During the AB branch, it grows until B (figure 1 (c)). Again, an
unloading is detected after B and a third surface is created, which grows until C (Fig.1d).
Once the current point reaches C, the second and the third active surfaces coincide, that
means that one cycle is closed. It is then extracted (Fig.1d). As a result, the first surface
becomes active again and grows until D (Fig.1e).

Unloadings are rather easy to detect in the onedimensional case. In more complex
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cases, a criterion is needed. Assuming that a solid-line surface defined by its center X∼ n−1
and its radius R has been created, the unloading condition writes (Fig.1f):

(s∼−X∼ n−1) : ds∼< 0 (3)

When unloading is detected, the origin X∼
0
n of the new active surface is saved. Then, the

center X∼ n of this surface moves between X∼
0
n and the center of the former active surface

X∼ n−1. This center is the intersection of the right bissector of (S,X0
n ) at point 1

2

(
X0

n + s
)

with the straight line (Xn−1,X0
n ). This simple rule fails in two cases:

• It overestimates the external cycle amplitude when applied to a loading path such
that more than two points lie on the surface. This is illustrated for instance with an
equilateral triangle-shaped load path, ABC, the origin being point A. The extracted
surface has a radius AB, and remain centered in A, instead of having a center at the
centroid of the triangle, X∗.

• A problem appears when the unloading direction is almost orthogonal to the previ-
ous one (i.e. if (X0

n S) and (Xn−1 X0
n ) would be orthogonal in figure 1f). The new

surface is too big again, and the external cycle is overestimated.

The first problem can be solved by a preliminary determination of the external cycle,
by means of an algorithm presented in section 4. The rainflow process is then initialized
at X∗. The second one is avoided by neglecting unloadings whose intensity is too small
(in terms of variation of von Mises equivalent).

4 THE SMALLEST ENCLOSING HYPERSPHERE TO A MULTIAXIAL LOAD PATH

The algorithm presented in this section aims at finding the amplitude ∆J of a multiaxial
load path P =

{
σ∼ i , i = 1,s

}
, where s is the number of points in the path. Calculation of

∆J is a key problem in many fatigue multiaxial models and is also used as initialization
for the multiaxial rainflow procedure. The only satisfying way to define ∆J is to find the
so-called “smallest enclosing hypersphere” (SEH problem), that contains all points of P.
In the general 3D case, σ∼ is 2nd order symmetric tensor with 6 independent components.
The smallest hypersphere is thus sought in a space with dimension d = 6, the measure of
distance used in this space being the von Mises stress invariant J2(σ∼ ). This problem was
investigated by many authors during the last decades. One of the most efficient methods
was developed by Welzl [10], improved by Gaertner [11]. The other existing methods are
summarized by Bernasconi and Papadopoulos [12]. In the latter case, the search is limited
to finding the shear amplitude on a critical plane (2D search only), and an exhaustive
search was initially proposed: calculate the radius of circles built on all couples and triplets
of points in P (if the they do define a circle), the maximum of those is ∆J.

This brute-force method is computationally unmanageable as soon as the size of P
becomes large, or even for small sets in the general 3D case, where the calculation should



a) Exhaustive search(P)
p=2
while p 6 c+1

for each p-uplet C of P
if C defines an hypersphere H then

check if H encloses all points of P
if true then ∆σ = radius of H , end

p = p+1

b) Optimization problem O(P)
Find the center X∼ of H with radius R(X∼ ):

Min
X∼

{
R(X∼ )

}
with constraints:

J2(σ∼ i,X∼ ) 6 R(X∼ ) , σ∼ i ∈ P (i = 1,s)
where R(X∼ ) = Max

i

{
J2(σ∼ i−X∼ )

}

Figure 2: Conventional methods used to solve the SEH problem in a c-dimensional space

involve all possible p-uplets (p 6 7) in set P. In the 3D case, using the fact that the problem
has indeed an unique solution, a slightly improved exhaustive search procedure could be
summarized as shown in figure 2a.

Alternatively, the SEH problem can be redefined as a constrained optimization prob-
lem (Fig.2b). O(P) is a well-defined convex optimization problem that can be solved by
classical methods such as the SQP algorithm. This approach has been used by some au-
thors for pattern classification applications [13]. In our case, for this key step in fatigue
life evaluation procedures, we prefer not to rely on a numerical method that may fail to
converge to the required accuracy. An original algorithm that is designed to give the exact
solution of O(P) in a minimum number of iteration is then proposed hereafter.

Let’s first suppose that we already know a point σ∼
∗ on the optimal hypersphere, a new

optimization problem Oσ∼
∗(P), more convenient for numerical treatment, can be defined as

follows:
Find the center X∼ of the minimum sphere passing through σ∼

∗ and enclosing all points of P:
Min

X∼

{
J2(σ∼

∗−X∼ )
}

with constraints: J2(σ∼ i,X∼ ) 6 J2(σ∼
∗,X∼ ) , i = 1,s , σ∼ i 6= σ∼

∗

Following a classical technique, we can convert Oσ∼
∗(P) to an unconstrained dual problem:

Max
λi≥0 , σ∼i 6=σ∼

∗
Min

X∼

L(X∼ ,λi)

with L(X∼ ,λi) =
[
J2(σ∼

∗−X∼ ) + λi
(
J2(σ∼ i−X∼ )− J2(σ∼

∗−X∼ )
)]

the lagrangian function,
and λi Lagrange multipliers associated to constraints of Oσ∼

∗(P).
The Kuhn–Tucker conditions for the optimum define a linear system with unknowns

λi, that can be solved by a standard direct solver (a method able to handle singular systems
is needed here) to find the exact solution of Oσ∼

∗(P). Solution X∼ for the center of the optimal
hypersphere can then be calculated from the λi by: X∼ = σ∼

∗+ ∑
i , σ∼i 6=σ∼

∗
λi(σ∼ i−σ∼

∗)

When solving the linear system for the λi, several cases can happen: if λi > 0: the
point σ∼ i is on the optimal sphere, if λi = 0: the point σ∼ i is inside the sphere, if λi < 0: the
problem Oσ∼

∗(P) has no solution (ie. σ∼
∗ is not on the optimal sphere).

Defining by F(σ∼ ) the point of P whose distance to σ∼ is maximal, the algorithm pro-
posed in this paper then consists to iteratively solve Oσ∼

∗(S) problems on subsets S of P in
the following way (see also figure 3):



σ1

Fst(σ1) = σ2

X1
⋆

σ1

σ2

Fst(X1) = σ3

X1
⋆ X2

⋆

σ1

σ2

σ3

Fst(X2) = σ4

X2
⋆

X3
⋆

• First point in the loading path is σ1, farthest from σ1 is Fst(σ1) = σ2
• Iter 1: S = {σ1,σ2} , σ∗ = σ2, solution is circle H1 with center X1 , farthest from
X1 is σ3 outside of H1
• Iter 2: S = {σ1,σ2,σ3} , σ∗ = σ3, solution is circle H2 with center X2 , farthest
from X2 is σ4 outside of H2
• Iter 3: S = {σ1,σ2,σ3,σ4} , σ∗ = σ4, solution is circle H3 with center X3 , all
points of P are inside H1, end

Figure 3: Iterations needed by the MHA algorithm in a biaxial case

Minimum Hypersphere Algorithm (MHA)
initialization: σ∼

∗ = F(σ∼ 1) , initial subset S =
{

σ∼ 1 , F(σ∼ 1)
}

while not found do
a) solve Oσ∼

∗(S) on subset S
if no solution (λi < 0) do Exhaustive search(S) on subset S

(in either case a smallest sphere H with center X∼ enclosing S is found at this point)
check if H contains all points of P
if true then H is the optimal solution , goto end
b) Heuristic choice to expand subset S
find F(X∼ ) the point at a maximal distance from the center X∼ of H
S = S∪

{
F(X∼ )

}
, σ∼

∗ = F(X∼ ) , goto a)

Experience shows that even on very large load paths (the algorithm has been applied
to stochastic stress evolutions coming from car damping systems measurements where the
size of P exceed 105 points), this algorithm quickly converge (in general less than 10 iter-
ations are necessary) to the optimal solution. The heuristic used at each step for the choice
of σ∼

∗ is also very efficient: Oσ∼
∗(S) has generally a solution, and an exhaustive search on

S is therefore scarcely needed. Note however that an exhaustive search, if needed, is per-
formed only on a very small subset of P (size of the subset is i + 1, with i the number of
iterations).



Figure 4: Axisymmetric notched specimen in tension–torsion. (a) FE mesh (60905 elements,
267807 dof); (b) The random tension–torsion loading path

5 APPLICATION AND CONCLUDING REMARKS

The method is applied to an axisymmetric notched specimen submitted to a complex
tension–torsion loading, as shown in figure 4. A non linear correction is introduced, with
δ = 0.92, and the following values for the components of C

≈
and D

≈
:

CN
22 = 1.22.105 MPa CN

33 = 2.14.105 MPa CN
23 = 4.02.104 MPa CN

55 = 6.17.104 MPa
DN

22 = 1.45.101 DN
33 = 7.72.102 DN

23 = 6.64.101 DN
55 = 3.81.102

The resulting local stress history is illustrated in figure 5, that shows first the com-
ponents 22, 33, and 23 (respectively Fig.5a,b,c). The agreement with the finite element
solution is excellent. Note that the corrective parameters were identified on one hand in
tension only, on the other hand in torsion only, and that the same parameters were used for
a complex loading. The accumulation of plasticity is also well represented (see Fig.5d).

The three models can be seen as building bricks of a general purpose suite that can
account for any kind of three-dimensional fatigue loading and generate robust life estima-
tions even for complex loading paths [14].
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