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Abstract 
We report on the stress birefringence distribution induced by the photopatterning of a 
multifunctional crosslinkable acrylate monomer sensitized in the visible range. The patterning 
of this material, prepared in a glass cell of a few tens of microns thickness, is obtained 
through illumination in a two steps process. The first step is performed using an illumination 
pattern with a high contrast and a low spatial frequency. The second one is a uniform 
illumination. The discrepancies in the shrinkage experimented by the material leads to the 
apparition of patterned stress birefringence revealed trough polarimetry and diffraction 
measurements. 
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Nowadays, photopolymers have become true optical materials suitable for the fabrication of 
diffractive or refractive elements. Beside the possibility of the direct photopatterning of the 
material surface and refractive index at a microscopic scale, photopolymers simplify and lighten 
the fabrication of optical elements. Indeed, the patterning is achieved in a one step illumination 
process which does not require any chemical post-treatment and can be performed at low 
temperature. The application fields of the photopolymers are principally holography1-3 and the 
microscale optical elements.4-7 Moreover, the doping of the photopolymer matrix with push-pull 
chromophores opened new development to non linear optics8 by allowing the spatial control of 
the quadratic optical non linearity. 

In general, the photopolymers are considered as isotropic materials but anisotropy of the 
refractive index may appear under some specific conditions. Indeed, the birefringence can be 
obtained by using additives or chemical moieties with defined functions. For example, a 
photocrosslinkable liquid crystal is able to freeze the mesophase orientation9 after 
polymerization and inherit of permanent birefringence properties. Some specific monomers 
exhibiting a light polarization dependant photocrosslinking allow the control of the polymeric 
chain grow direction. These materials are used as liquid crystal alignment layer10 for the design 
of polarization control devices. The birefringence may also appear in non functionalized 
photopolymers, however in that case they are processed and used in defined conditions. In 
particular, when sub-wavelength refractive index gratings are built in the medium, the 
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birefringence may originate from the so-called form birefringence regime.11 One also obtains 
some birefringence by applying external anisotropic stresses (mechanical, electrical, thermal…). 
Finally, the diffraction properties of thick gratings13 depend also on the polarization state of the 
incident beam and can then be used to build birefringent elements.  

In this letter, we present an original way of inducing spatially distributed birefringence in an 
acrylate based photopolymer. The material used is free from any optically anisotropic additives. 
When the photocrosslinking is induced by an anisotropic distribution of the actinic light 
intensity, the photopolymer undergoes an anisotropic shrinkage that leads to a mechanical stress 
and consequently to a permanent birefringence. The phenomenon was observed while patterning 
the material using binary intensity gratings (Ronchi ruling) and studied by characterizing the 
diffraction properties in the Raman-Nath regime described in the following formalism.  

The photocrosslinkable material presented in this paper is prepared in films with a typical 
thickness of few tens of microns and the grating spacing values explored are large compared to 
the wavelength. These experimental conditions correspond to the Raman-Nath diffraction 
regime. Considering a linearly polarized beam at normal incidence, the amplitude of the 
diffracted intensity in the l order in the Raman-Nath diffraction regime is given by equation 
(1):12,14 
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where Ai is the amplitude of this incident wave linearly polarized in the direction i, Jl is the l th 
order Bessel function of the first kind, λ the wavelength, d the sample thickness and ∆ni the 
amplitude of the refractive index modulation in the direction i. The polarizations of the different 
beams are described by their components parallel and perpendicular to the grating wavevector 
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Equations (2) and (3) show that the intensities of the diffracted beams and moreover the rotation 
of their polarization depend of the polarization of the incident beam. Here the depolarization due 
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to the birefringence is not taken into account as a small birefringence does not induce an 

important dephasing between the components parallel and perpendicular to gK
r

 
along the 

propagation in a thin medium. 

The material is based on a commercially available trifunctional acrylate monomer the tris[2-
hydroxy ethyl] isocyanurate triacrylate (SR 368, SARTOMER speciality). This monomer, solid 
at room temperature (Tm=56°C), leads to a high hardness material (Tg > 250°C) after 
crosslinking. Its photosensitization in the visible range is achieved by addition of bis(4-
cylcopentadien-1-yl)-bis[2,6-difluoro-3-(1H-pyrrol-1-yl)-phenyl]titanium (Irgacure 784, Ciba 
speciality) at a 3% wt. rate. The Irgacure is directly dissolved in the liquid monomer at 65°C 
without additional solvent and stirred over 12 hours. The mixture is then conditioned in a few 
tens of microns thick glass cell, filled by capillarity at 65°C. The shelf lifetime of the samples 
extends over more than one month. The SR368 tends to crystallize in the cell after a few days, 
but it can be used after a new heating at 60°C.  

The photopatterning of the material is achieved by imaging the desired pattern in the material. 
The experimental set-up is shown in Fig. 1. An argon laser provides the actinic light at 514 nm. 
The object is illuminated by the expanded laser beam. A rotating diffusive disk is inserted at the 
focus point of the beam expander to homogenize the light distribution by time averaging the 
speckle. The object is then imaged in the material by an association of two 1.4 numerical 
aperture 50 mm camera objectives. The image plane is set in the glass cell placed on a hot-plate. 
The focus is achieved by adjusting the object position while observing the image quality at the 
sample plane with a microscope. The objects imaged in the cells are binary intensity gratings 
with different periods from 3 to 12 lines per millimetre. The sample is placed between crossed 
polariser and analyser. The variation of the transmitted light intensity related to the bleaching of 
the photoinitiator is monitored using a photodiode to measure the light taken by a beamsplitter 
before the analyser. The depolarization due to the induced birefringence is monitored by 
measuring the light intensity at the exit of the analyzer. The patterning process occurs in two 
steps. First, the grating is imaged in the material, inducing the photopolymerization of the 
illuminated areas. In a second step, the grating is removed and the sample is uniformly 
illuminated. After the patterning process, the observation of the sample with a polarizing 
microscope reveals an alternation of bright and dark stripes due to the photoinduced 
birefringence (see Fig. 2).  

In bulk polymerization process, the polymerization temperature, the photosensitizer 
concentration and the illumination conditions greatly affect the final polymerization rate and 
therefore the material properties. We have studied the evolution of the induced birefringence as a 
function of the actinic light intensities and the exposure times for the first structured illumination 
and for the second uniform illumination steps. The patterning protocol leading to the highest 
observed birefringence is the following. During the whole process, the sample is maintained at 
60°C, slightly above the monomer melting temperature, to insure the fluidity of the mixture and 
to improve the final polymerization rate. The first illumination is achieved with a power density 
of 2 mW/cm2 during 6 minutes. Then, the sample is left 20 minutes in the dark in order to ensure 
a complete post-polymerization process in the irradiated areas. Finally, the sample is uniformly 
illuminated with a 0.5 mW/cm2 power density during 80 minutes and cooled down to room 
temperature. 
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We have characterized the diffraction properties of the photoinduced birefringent gratings using 
633 nm linearly polarized light beam. The grating period was 12 lines per millimetre and the 
sample thickness was 100 microns. The grating fulfils the Raman-Nath diffraction regime with a 
Klein-Cook factor15 Q < 0.1. At a normal incidence angle, the diffraction efficiency of the +/- 1 

order is 1.0±0.2 % for a light polarization parallel to gK
r

 and 0.6±0.2 % for a polarization 

perpendicular to gK
r

. No variation of the diffraction angle with polarization was observed. The 

calculation of the refractive index modulation is achieved considering a sinusoidal grating in the 
approximation of low modulation amplitude.14 The diffraction efficiency data give an index 
modulation amplitude of ∆n// = (2.0±0.2)·10-4 in 

g
K
r

the parallel direction and ∆n⊥  = (1.5±0.2)·10-4 in 

the perpendicular direction. When positioning the sample between two polarizers, the extinction 
of the transmitted beam and of the diffracted beam are observed at different orientations of the 
output polarizer. For +/- 1 order diffracted order, the largest rotation of the beam polarization 
was θθ −l

d = 22°, obtained for an incident beam polarization angle θ around 45° (see Fig. 3). As 
expected, the minimum orientation difference was observed for a polarization of the incident 
beam along the two directions //ê  and ⊥ê . All these results are consistent with the calculations 
presented above. The model does not take into account a possible dephasing between the two 
orthogonal polarization components. This agrees with the experimental results, as no sensitive 
depolarisation of the transmitted or the diffracted beam is observed. Indeed, if one considers a 
sample with a uniform 5·10-5 birefringence and a 100 microns thickness, at normal incidence, the 
dephasing between the parallel and perpendicular components is about 2° only and therefore can 
be neglected in the description of the diffraction.  

A similar polarization effect has already been demonstrated in acousto-optics experiments16 for 
crystals under mechanical stress. Nevertheless, with photopolymers, it is possible to record much 
more complex birefringence distributions and do this more easily than using acousto-optic effect.  

If the induced birefringence is negligible in the diffraction description, the induced 
depolarization is high enough to be observed. Advantage is taken of this depolarization to 
monitor the establishment of the birefringence. For this purpose, the patterning is achieved with a 
sample placed between crossed polarizers (see Fig. 1). The grating direction is oriented at 45° 
from the incident light polarization direction. The light intensity transmitted through the sample 
is measured before and after the analyzer in order to separate the contribution of the 
photoinitiator bleaching from the birefringence one. The depolarization of the transmitted light is 
already observed at the first step of the photopatterning process. This tendency remains in the 
second step until its saturation at the end of the uniform illumination. We interpret the origin of 
the photoinduced birefringence as the effect of stored mechanical constrains due to the non 
uniform shrinkage. Indeed, it is well known that the polymerization of bulk acrylate monomer 
based materials is accompanied by a matter densification inducing an increase of the refractive 
index and the shrinkage of the medium. These stresses modify the refractive index ellipsoid via 
elasto-optic effect. It is worthy to note that this phenomenon is only observed in high hardness 
material where the induced strains are not able to relax at short time scale. The photopatterning 
of softer materials based on other monomers as pentaerytritol triacrylate or even on plasticized 
SR368 doesn’t induce any observable birefringence. The observation of a depolarization at the 
first polymerization step indicates that the anisotropic light distribution corresponding to an 
inhomogeneous polymerization leads to stress distribution. This phenomenon is explained 
considering the variation of the shrinkage with the direction leading to anisotropic strains. 
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Therefore, by knowing the elasto-optic coefficient of the material, it would be possible to 
evaluate the strains induced in the materials. For a variation of the sample thickness (between 40 
and 200 µm) and of the grating period (between 3 and 12 lines/mm), the diffraction efficiency 
remains around 1% and the birefringence around a few 10-5. These variations are low and the 
influence of the experimental conditions cannot be distinguished from the effect of samples 
variability. This agrees with the elasto-optics origin as the effect depends on the deformation rate 
and not with the absolute deformation. But, the spatial resolution of the imaging setup and of the 
material itself would limit the observation of birefringence at very low grating spacing. 
Nevertheless, the examination with the polarizing microscope shows that 120 lines/mm grating 
still presents some birefringence which gives hope to go to the sub-micron scale after 
optimization of the material, of the set-up (spatial resolution, depth of field) and of the process. 
As mentioned before, the photopolymerization conditions (temperature, light intensity, exposure 
time) have a sensitive influence.  The conditions used here are comparable to these leading to a 
high polymerization rate of the final product and therefore to a high hardness material. Finally, 
the lifetime of the induced birefringence distribution appears to be very long. No modification of 
the samples properties was observed over more than six months for samples stored at room 
temperature. 

We have demonstrated that a permanent distribution of birefringence may be induced by a 
photopatterning of high hardness photocrosslinkable materials. The inscription of diffraction 
gratings, operating in the Raman-Nath regime, was achieved and we observed a rotation of the 
polarization direction between the incident and the diffracted beams. The birefringence was 
attributed to elasto-optic effect in the material where the photopolymerization using an 
anisotropic light intensity distribution has induced anisotropic strains in the material. 

The development of this topic requires now the development a new photocrosslinkable material 
with improved birefringence properties. Among the different solutions arising, the most 
promising one is the use of photocrosslinkable sol-gel matrix. Indeed, they present a better 
hardness compare to organics systems. The possibility of using different metal alkoxy should 
also provide a better control of the birefringence. 

The mastering of the birefringent grating would allow the control of the diffraction properties by 
the control of the polarization of the incident beam. Here only linear gratings have been 
considered. It is possible to use more complicated illumination patterns (e.g. checkers board, 
concentric circles) leading to very complex birefringence distributions that may be used to 
control the polarization distribution in a light beam profile. Finally, the control of the 
birefringence at a microscopic scale will recover a great interest in the development and the 
optimization of diffractive optics elements.17,18 
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Figure captions 

Figure 1: Experimental setup. (M) microscope objective, (R) rotating diffusive disk, (C) 
collimating lens, (G) binary grating, (O) Nikon AF NIKKOR 50 mm camera objectives, (P1) 
polarizer, (P2) analyzer, (H) hot plate, (S) sample, (B) beamsplitter, (D1) photodiode for the 
monitoring of the variation of the transmitted intensity due to the photoinitiator bleaching, (D2) 
photodiode for the monitoring of the variation of the transmitted intensity due to the 
depolarization of light. 

Figure 2: Image of the photopatterned sample using a polarizing microscope. (a) Incident  
polarization parallel to the grating wavevector, (b) incident polarization at 45° from the grating 
wavevector, (c) incident polarization orthogonal to the grating wavevector. 

Figure 3: Polar plot of the intensity versus the exit polarizer orientation for a polarization of the 
incident beam at 45° from the grating wavevector. Solid squares: transmitted beam, hollow 
squares: first order diffracted beam. The curves correspond to the square cosine fit. The 
transmitted beam shows no depolarization. The 1st order diffracted beam is linearly polarized and 
its polarization is rotated with a 22° angle compared to the transmitted beam.  
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