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Abstract  In this study the digital image correlation technique is used for characterizing the mechanical and 
fracture properties of aneurysmal tissues. The tissues which have been taken from the thoracic ascending aorta 
of diseased patients are tested in a bulge inflation test. The approach is original in the sense that it gives access 
to the local stress fields in the tissue and to local analysis of fracture. Applications to the dynamic behavior and 
fracture of vascular tissues are envisaged. 
 
Keywords aneurysm, fracture, human aorta, inflation test, ultimate stress.  
 

I. INTRODUCTION 

Cardiovascular diseases represent a major public health issue in the industrialized countries. According to 

the World Health Organization (W.H.O.) cardiovascular diseases are the first cause of death in the world [1]. 

Cardiovascular diseases include many disorders affecting the heart and blood vessels. The most frequents are 

atherosclerosis and cerebrovascular accidents (CVA) but also include another kind of arterial wall pathologies 

like dissections or aneurysms which can cause the death of 60 000 people every year in the industrialized world 

if not treated. Aortic aneurysms, alone, are the 13th cause of death in the industrialized world [2, 3]. 

 
Arteries are constituted by three principal layers. The tunica intima, which is the innermost and the thinnest, 

is a monolayer composed basically of endothelial cells. This layer constitutes a regulating barrier, permitting to 

transport substances across the artery wall which eventually will lead to tissues and organs of the body.  

The second principal layer is the tunica media, much thicker, which is a multi-layer composed of elastin and 

collagen fibers forming an extracellular matrix (ECM) that holds smooth muscle cells (SMC). The main 

orientation of components of the media, like SMCs, is organized in a circumferential manner. This 

circumferential orientation, associated to the contraction and relaxation of SMCs will drive the ability to change 

the distensibility of large arteries like the aorta [4]. In this sense, the layer is basically the vasodilator and 

vasoconstrictor motor of the vessel. In addition, it has an elastic reservoir function storing part of the volume 

pressure ejected from the heart, known as the windkessel effect; the artery will help and relay the heart by 

transforming the pulsatile heart output into a more steady flow [5].   

The third main layer is the adventitia, which is the outermost of the wall. This layer is basically a dense 

network made of collagen fibers oriented mainly in an axial manner. This layer will ensure the structural 

support of the artery: thanks to the stiffness of the collagen, over-extension of the vessel will be prevented. 

Besides the collagen fibers another important component of the adventitia are small vessels which will 

guarantee the irrigation of the different layers of the artery wall. These little vessels irrigating other vessels are 

called vasa vasorum.  

 

One of the most important arteries in the human body is the aorta. It begins at the top of the left ventricle, 

just after the aortic valve and it ends before the aorto-iliac junction. The human aorta mean diameter is about 

25 mm and its mean thickness is about 2 mm [6]. It is divided into 4 sections, ascending aorta, aortic arch, 

descending aorta and the abdominal aorta. In this study we will focus on the ascending aorta which is the most 
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proximal part of the aorta, making the connection between the left ventricle of the heart and the rest of the 

circulatory system of the body. 

The ascending thoracic aorta is part of the so-called elastic arteries which are located closer to the heart. In 

a spontaneous way, aortic ruptures may occur, normally after a pathological condition like aneurysms or 

dissections, and sometimes occurring after traumatic events like motor vehicle accidents. 

 

Motor vehicle accidents frequently lead to non-penetrating thoracic aortic injuries, which are highly lethal. 

In 80-90% of the cases of thoracic aortic injury, patients will die within the first hours [7, 8] and approximately 

2% of surviving patients will not be diagnosed initially with aortic injury and will develop chronic 

pseudoaneurysms which can, eventually, rupture [7, 9].  

In such accidents, aortic injuries are caused mainly by horizontal decelerations at different attachment sites 

of the thoracic aorta. Particularly in the proximal part of the aorta, the deceleration event will provoke the 

lengthening of the ascending aorta and the torsion of the aortic root caused by the displacement of the heart 

into the left pleural cavity [10, 11]. Another important factor determining the aortic injury is the sudden 

increase of the aortic intraluminal pressure. Oppenheim [12] found that the ascending aorta in cadavers 

ruptured when a pressure of approximately 3000 mmHg was suddenly applied within the aorta [10].       

     

Aneurysms are localized and pathological dilatations of an artery which are characterized by a diameter 

increase of at least 50% of its original diameter. This diameter is increased at a rate of approximately 1 mm 

every year [13, 14]. An individual with a thoracic aortic aneurysm will have about 34% risk of rupture or 

dissection when the ascending aortic diameter reaches 60 mm [15]. 

The number of new aortic thoracic aneurysms is approximately 10 cases per 100 000 persons every year 

[16], 50-60% of which are ascending thoracic aneurysms [2]. Leading to a number of approximately 35 000 

cases every year in Europe (3 000 in France) and 15 000 in the U.S.A.   

The standard treatment for aneurysms is the surgical replacement of the aneurysm by a synthetic aortic 

graft. The main criterion used is the aneurysm diameter size. This criterion is very questionable because there is 

no consensus on how the measures should be taken using different imaging techniques. For example there is 

no unanimity about the consideration or not of the aortic wall when measuring the aortic diameter using 

Computed Tomography (CT) or Magnetic Resonance Imaging (MRI) [15]. Besides the diameter size criterion 

does not consider the shape of the aneurysm which could be important. 

 Different guidelines were established by international and national organizations concerning the surgical 

decision based on the diameter size of the ascending aorta. The European society of cardiology (ESC), the 

American College of Cardiology (ACC) and the American Heart Association (AHA) recommend to intervene 

when having a diameter size of 55 mm [3, 17, 18].  

Even though different guidelines could agree orienting surgical interventional criteria, they are still very 

debatable. For example, according to Brunner [19], the AHA guidelines are based on abdominal aortic 

aneurysms having no controlled trials to assess the appropriate interventional diameter size of the thoracic 

aortic aneurysms.  

According to Nicholls [20] and Pape [21] it has been shown that aneurysms below the interventional 

criterion of 55 mm can rupture or dissect, leading to the controversy of whether small aortic aneurysms should 

be repaired or not. The International registry of aortic dissection (IRAD) noted the same phenomenon [21], but 

recognized the dangers of reducing size criterion for surgical intervention. This would mean that much more 

people could be concerned by this measure and there might be more harm caused by operating small sized 

aneurysms rather than leaving the criterion unchanged [15]. 

These are the main reasons why mechanical criteria should be introduced when evaluating the risk of 

rupture or dissection of the thoracic aortic wall. The experimental procedure introduced in this paper consists 

of an inflation test performed on circular patches of fresh aneurysmal tissue, associated to strain 

measurements by digital image stereo-correlation. The purpose of this work is first of all to create a data base 

providing detailed and accurate mechanical characterization of aneurysmal tissue rupture in order to better 

understand the phenomenon of the aneurysm rupture. It will eventually lead to create new intervention 

criteria based on the mechanics of aortic tissue rather than just the diameter size of the aneurysm.  



 

II. METHODS 

The experimental inflation test consists on injecting water into a hermetically closed cavity, formed by the 

aortic tissue and the inflation test device, provoking the deformation of the tissue as the water is filling the 

cavity. Using Digital Image Stereo-Correlation System (DIS-C) the 3D shape of the inflated aortic specimen can 

be recreated in order to calculate its radius of curvature. Full-field strain measurements also obtained by DIS-C 

will be used to calculate the strains and final thickness during the inflation. Finally, the rupture stress of the 

aortic specimen will be evaluated using the Laplace’s law. 

 

Materials 

The experimental procedure is realized using aneurysmal aortic specimens from patients who required a 
surgical replacement of the pathological segment of the ascending aorta. An agreement has been established 
with the University Hospital Center of Saint Etienne in order to have access to those specimens, following the 
guidelines of the local Institutional Review Board. 
A total of 11 different aneurysmal aortic specimens were used for the experimental procedure leading to 15 
experimental tests. Specimens are kept in refrigeration at +4°C in a 0.9% physiological saline solution. Tests are 
performed within 24 hours after excision which let us make the hypothesis that the mechanical properties of 
the tissue are maintained in this period of time [22]. During the entire experimental procedure we try to 
maintain the specimen layer as well irrigated as possible in order to preserve its mechanical properties.  
  
The cylindrical aortic specimen (Fig. 1-I) is cut in the axial direction, which is the blood flow direction, and then 
the specimen is laid flat in order to evaluate the best area for the test to be performed. Specimen areas 
presenting pathological calcifications or intimal thrombosis are discarded from the study. The residual stress in 
the aortic specimens during the experimental procedure is not considered in this study because flat positioning 
of the opened section of the cylindrical vessel is assumed to be stress-free [23].  
Large-sized aortic specimens allow performing two experimental procedures, even though it is rare. Inversely, 
sometimes, the specimen is so small that no experimental procedures can be performed.     
 
The next step consist in cutting a square flat piece of the specimen of approximately 45mm x 45 mm. 
From the square flat specimen we remove very carefully, using dissecting blunt-point scissors, the loose 
connective tissue which is attached to the adventitia layer (Fig. 1-II). This tissue is removed because it has no 
interest from the mechanical point of view in this study and also because it will make the specimen slide during 
the inflation test.       
The remaining square specimen contains the tunica intima, media and adventitia.  
It was decided to separate the square specimen into two layers, the intima-media and the adventitia. Indeed, 
the inflation test will be performed with each of the layers, accounting two different tests by aortic specimen if 
all conditions are satisfied. Mechanically, the two more important layers are the tunica media and the 
adventitia in healthy arteries [23]. Different mechanical properties can be found on each of these two layers, 
which is the reason why we test them separately. In this study, the mechanical contribution of the tunica 
intima is neglected, or more precisely it is considered to be part of the tunica media.  
The separation between the two layers is accomplished by differentiating the color of each layer; the media 
being yellowish while the adventitia being pinkish. A starting incision is made with the dissecting scalpel in the 
transition zone between the tunica media and adventitia (Fig. 1-III). We can finally separate them by pulling 
each layer very carefully trying to reduce the damage on the surface. The square pieces will be marked in the 
upper right corner (Fig. 1-IV) distinguishing the axial and circumferential directions which is important to 
characterize the rupture orientation angle.  
The average thickness of each layer was measured at zero stress state using a digital caliper: putting the layer 
of interest between two plates so as to homogenize the measured surface. 

 

Inflation Test  

The inflation test has been chosen in order to identify the radius of curvature and the rupture stress 
parameters. The advantage of this kind of test is that it will reproduce in vivo pressurized conditions. In our 
case, water under pressure will be used to generate biaxal stress states in the specimen. 



 

 
First, the layer of interest is positioned into the inflation test device (Fig. 1-V) matching the axial direction of the 
specimen layer with the vertical direction in the device, and the circumferential direction with the horizontal 
one. The axial direction is the one which follows the blood flow direction and the circumferential direction is 
perpendicular to the axial direction.  
 
  

 
 

Fig. 1 Experimental procedure: from aortic specimen preparation to the inflation test 
 
 
The layer of interest is maintained flat and tightened between the two parts of the inflation test device: the 
injecting face which is the side of the device that will introduce the water under pressure into the cavity and 
the holder face of the device that is basically a rectangular plate with a circular hole in the middle permitting 
the outwards inflation of the tissue through it. Also the holder face will maintain a hermetically closed cavity. 
Both of these parts of the device, together with the tissue to be tested are held by two screws that we can 
adjust depending on the thickness of the layer of interest. 
 
The creation of the speckle pattern on the luminal side of the layer is made once the layer of interest is set on 
the inflation test device (Fig. 1-V). The speckle pattern is a random spread of paint, homogeneous all over the 
surface. The technique consists in laying the surface horizontal and spraying in the air slightly above the 
surface. The surface is then marked indirectly by small drops of painting falling on it and forming the pattern. It 
is important to maintain the same distance from the surface and the same opening on the valve of the spray 
paint during the painting in order to obtain a regular drop size. The speckle pattern will be fixed to the surface 
during the deformation process caused by the inflation test (Fig. 1-V); consequently the speckle pattern’s 
deformation will represent the surface deformation towards the DIS-C system. Note that the luminal side of 
each layer is chosen to be painted because it is the side where the surface and color of the tissue is more 
uniform. This aspect is important for improving the quality of the speckle pattern. Using the external side of the 
layer with the inflation test would have more resemblance to what actually happens during the dilatation of an 
aneurysm in vivo. The problem is that the external side is highly irregular and viscous making difficult the 
speckle pattern to adhere to the surface. 
In addition, components of the spray paint affecting the specimen’s mechanical properties of the layer will be 
neglected [26].  
 
The execution of the test consists, then, in injecting water at a constant rate by pushing a piston pump at 15 
mm/min until the rupture of the tissue. Simultaneously, the pressure is measured with a digital manometer 



 

connected to the piston pump. Before performing the inflation test, five successive pressurization cycles from 0 
to 11 kPa are executed to achieve pre-conditioning [23]. 
 
The water under pressure into the hermetically closed cavity provokes the deformation of the layer and 
consequently the deformation of the speckle pattern until the rupture. All the stages of the inflation are 
monitored with the DIS-C system, protected from bursting water by a transparent acrylic plate. Images are 
taken using the DIS-C system every 0.003 MPa, with an average total of 18 images taken for each test. 
 
We can see a general view of the experimental set-up in Fig. 2. 

 

Digital Image Stereo-Correlation (DIS-C)  

The DIS-C system is composed of two 8-bit CCD cameras, allowing 256 different gray levels, and having a 
resolution of 1624 x 1236 pixels. Each camera is equipped with a 50mm lens, the incidence angle is about 27°, 
and a laser pointer is placed between the two cameras to guide the measures.   
To set up the DIS-C system, it is necessary to position the cameras, focus each of the cameras using the 
maximum aperture size in order to improve focusing. Right after finishing the focus, the aperture must be 
changed again to the minimum value with the purpose of increasing the depth of field during the image 
recording. Increasing the depth of field in the images will be capital because the inflation test is an out-of-plane 
displacement and it is important that the system is maintained in focus during the whole inflation process. 
Next, the polarizing filters must be adjusted to reduce noise effects, like excessive brightness or parasite 
reflections.  
 

 
Fig. 2 Experimental set-up 

 
 
The calibration of the DIS-C system is done with the help of an adequate calibration panel corresponding to our 
measured volume. The calibration ensures the dimensional coherence of the system. During this process the 
distance from the system to the specimen and the orientation of the cameras to each other is determined.   
A lot of attention is paid to each of these steps because the accuracy of the procedure depends on the quality 
of the calibration. 
 
Once the experimental procedure is finished, image processing is performed using Aramis® software.  
From the images acquired (Fig. 3), the Area of Interest (AOI) is delimited on the first image. Here, the AOI is a 
circle measuring 30 mm diameter, excluding the rest of the image. 
 
The following parameters are chosen for DIS-C processing. The facet size and the facet step are chosen as a 
function of the speckle pattern dot size, distribution and contrast (Fig. 4). These tests have a facet size of 21 



 

pixels (px) and a facet step of 5 px, which means that we will divide the AOI from every image into small 
squares of 21 x 21 px² with a 5 px overlapping area. The system will be allowed to identify different gray levels 
in all facets, making every facet distinguishable from each other. This will permit the facets to be tracked during 
the different load stages of the inflation test (Fig. 5). 
Choosing a facet size of 21 px and a facet step of 5 px yields a resolution of 0.54 µm (0.02 px) for in-plane 
displacement and 1.5 µm for out-of-plane displacement.  
 
The 3D surface will be created once the system will determine the 2D coordinates of the corner and the center 
of the facets (Fig. 6). Using a technique called stereophotogrammetry the 2D coordinates observed from the 
left camera and the same coordinates observed from the right camera will yield the 3D coordinates. The 
process is based on the mimic of the human stereoscopic vision.      
As we are working under large deformations, we need to set consecutive images as reference for one to each 
other, in order to find a correlation between them. 
 
 

 
Fig. 3 View of the specimen layer during the inflation test through the left and right cameras 

 

  
 

Fig. 4 Creation of the facet 
field thanks to the speckle 

pattern 

Fig. 5 Facet field distribution 
on the inflated specimen 

layer surface 
Fig. 6 Creation of a 3D surface 

 

Rupture Stress Calculation 

In order to calculate the rupture stress on the inflated layer, the proposed methodology consists in finding the 
radius of curvature of the inflated layer, just before the rupture, and in using Laplace’s law to calculate the 
tension and the rupture stress of the inflated layer at rupture.  
 
The first step consists in loading into Matlab® the coordinates of all the points to form the 3D surface of the 
inflated layer just before rupture (Fig. 7). A semi-spherical geometry is then created and fitted onto the actual 
surface using an in-house Matlab® code. This process is represented in Fig. 8, where: (I) is the first loading data 
stage, (II) is the creation of the semi-spherical shape (green) just under the loaded data (blue) and (III) is the 
mixed representation of the loaded data (blue) and the fitted semi-spherical shape (red).    
 
The advantage of approximating the semi-sphere to the 3D surface of the aortic specimen is to have an 
analytical representation of the surface. It is thereby possible to obtain the radius of curvature.  



 

This calculation is made all over the inflation process, but the final radius is taken from the last image, just 
before the rupture of the inflated aortic layer.  
 

 
Fig. 7 The 3D reconstructed surface of the aortic specimen layer from the initial stage (yellow) to the final stage 

(blue) during the inflation test.   
 

 

   
(I) (II) (III) 

 
Fig. 8 Fitting process of the semi-spherical shape in green (II) into the reconstructed surface from the aortic 

specimen layer in blue. Final fitted semi-spherical shape is represented in red (III).  
 
 

Rupture stress calculation also requires the input of the thickness of the specimen at rupture. Its calculation 
needs several steps to be achieved. Using Aramis® software through the DIS-C system, the membrane strain 
values are obtained at each stage by transforming the 3D data created before into the 2D space. In order to 
achieve this transformation, Aramis® software uses a method which projects perpendicularly the 3D data into a 

tangential plane, resulting in sets of points in the 2D space. The deformation gradient tensor F  from the 2D 

sets of points in the undeformed and deformed state can now be calculated in order to finally calculate the 

Green-Lagrange strain tensor e  in the local tangent frame. 
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where  is the stretch ratio in different directions. In this formula the out-of-plane stretch ratio, 3  related to 

thickness changes remains unknown. 

The calculation of the thickness change of the specimen during the inflation test is performed using the average 

Green-Lagrange strain values and the assumption of incompressibility ( 1)det(F ). The average strain values 

xxE  and yyE   are calculated from the results of the DIS-C analysis and incompressibility, yielding:  
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where 3  is the thickness ratio, ot  is the thickness at a zero stress state (mm), nt  is the thickness at the final 

stage (mm). 

The last step towards rupture stress calculation involves the Laplace’s law. This equation relates the surface 
tension to the pressure and the radius of curvature. In our case, it has the following form:  
 

2

rp
T                               (3) 

where T is the tension on the surface (N/mm), p is the pressure at final stage of the inflated specimen layer 

(MPa), and r is the radius of curvature calculated for the final stage (mm). 

The stress at rupture is calculated using the final thickness nt  of the layer:  

nt

rp

2
                                (4) 

where  is the rupture stress calculated at the final stage of the inflated specimen layer (MPa), and nt  is the 

final thickness of the specimen layer (mm) obtained with Eq. (2).  

 

Rupture Orientation Angle 

The rupture orientation angle (Fig. 9) is calculated using the images obtained from the DIS-C system at the 
moment of the rupture or just after the rupture. A series of points are marked on the image following the 
rupture orientation exactly in the area of the rupture. A linear regression trend line is fitted using those points 
and the angle between this line and the circumferential direction (horizontal direction) is calculated.  

 

   

(a) (b) (c) 

Fig. 9 Rupture orientation angle “θ” (a) is calculated with respect to the circumferential direction 

(horizontal). In (b) the angle obtained was 29.54°; in (c) it was 3.61°. 
 



 

 

III. RESULTS 

A total of 11 different aneurysmal aortic tissues were obtained through an agreement established with the 

University Hospital of Saint Etienne, France. Inflation experimental tests were carried out in 15 different 

specimen layers of those 11 aortic tissues. This means that 7 specimens were not included in this study because 

rupture occurred at the boundaries and not in the AOI, or because of other reasons making the data useless. 

The general information and the results obtained are presented in Table 1.  

From the total of 15 different specimens, 6 were adventitia layers and 9 were media layers. Only one 

specimen layer was from a female patient and the average age of the patients was 66 years old. From the 

beginning to the end of the inflation tests, media specimens were thicker than adventitia specimens. It could be 

interesting to note the relationship between age of the patient and rupture stress. The youngest patient’s 

specimen (test no. 2) has clearly the largest rupture stress (3.58 MPa) of all, although the oldest patient’s 

specimen (test no. 12) is not the weakest (0.56 MPa).  

 

 

TABLE 1. General information and results 
 

Test 
no. 

Layer 
Type 

Sex/Age 

Diameter 
before 
surgery 
(mm) 

Initial 
Thickness 

(mm) 

Pressure 
at 

Rupture 
(MPa) 

Radius of 
Curvature 

(mm) 

Final 
Thickness 

(mm) 

Tension 
(N/mm) 

Rupture 
Stress 
(MPa) 

Rupture 
Angle 

(°) 

1 adventitia M/67 50 1.18 0.066 17.70 0.60 0.5842 0.9695 22.79 
2 adventitia M/36 50 0.51 0.081 19.50 0.22 0.7802 3.5825 1.28 
3 adventitia M/55 53 0.79 0.053 17.19 0.39 0.4557 1.1725 73.29 
4 adventitia M/81 54 0.64 0.041 18.75 0.47 0.3846 0.8116 29.54 
5 adventitia M/76 52 0.62 0.062 18.44 0.36 0.5719 1.5928 23.58 
6 adventitia M/71 48 0.55 0.031 17.57 0.32 0.2725 0.8414 24.22 
7 media M/70 63 0.89 0.047 17.64 0.57 0.4147 0.7275 3.61 
8 media M/67 50 0.68 0.056 18.61 0.37 0.5211 1.4016 41.84 
9 media M/54 60 0.98 0.044 17.85 0.46 0.3927 0.8503 64.33 

10 media M/55 53 1.09 0.059 17.38 0.62 0.5127 0.8215 85.38 
11 media F/76 55 1.15 0.052 17.33 0.93 0.4853 0.4863 15.03 
12 media M/81 54 0.91 0.038 17.22 0.59 0.3273 0.5559 16.31 
13 media M/68 59 1.02 0.064 17.87 0.79 0.5720 0.7283 3.20 
14 media M/69 51 1.09 0.071 18.04 0.78 0.6405 0.8244 26.09 
15 media M/71 48 1.04 0.040 19.55 0.61 0.3911 0.6386 28.03 

 

 

Radius of curvature calculated are always in the same range of values, being the smallest 17.19 mm (test no. 

3) and the biggest 19.55 mm (test no. 15), which means that the average radius of curvature for all specimen 

layers was 18.04 mm (standard deviation: 0.77 mm). Two thirds of media specimens contribute to this average 

value as we can see in Fig. 10-b. 

The average rupture stress was 1.06 MPa (standard deviation: 0.46 MPa). 80% of specimens ruptured in this 

average value (see Fig. 11-b). Distinguishing adventitia and media specimens, the first had an average rupture 

stress value of 1.49 MPa (standard deviation: 1.06 MPa) and media specimens had an average value of 0.78 

MPa (standard deviation: 0.26 MPa). We can see that in average, adventitia is thinner than media but it has 

larger rupture stresses in average.  

Rupture angle average for all specimen layers is 30.57° (standard deviation: 25.43°), where two thirds of 

media specimens and half of the adventitia specimens contribute to this average value as we can see in Fig. 12-

b. Adventitia specimens alone have an average rupture angle value of 29.12° (standard deviation: 23.75°) and 

media specimens have an average value of 31.54° (standard deviation: 27.86°)        

 

 

 



 

 

 

   
(a) number: test no. (a) number: test no. (a) number: test no. 

   

   
(b) Frequency distribution of 

adventitia and media in function of 

radius of curvature (mm). 

(b) Frequency distribution of 

adventitia and media in function of 

rupture stress (MPa). 

(b) Frequency distribution of 

adventitia and media in function of 

rupture angle (°). 

   

Fig. 10 Fig. 11 Fig. 12 

 

 

The behavior of the aortic specimen layers under loading conditions can be described using stress-strain 

curves as shown in Fig. 13. Measured Lagrange strain fields in the circumferential  xxE  and axial yyE  directions, 

for every stage of the inflation test, can show us the non-linear behavior of the aortic specimens, as the load is 

supported by the progressive recruitment of collagen fibers.  

    

 

  
(a) (b) 

Fig. 13 Stress-strain curves for three adventitia specimens (test no. 1, 2, 3) and three media specimens (test no. 

8, 9, 10) in the circumferential (a) and axial (b) direction.   

 

 

 



 

IV. DISCUSSION 

Using the DIS-C technique and a specific analysis, quantitative values of ultimate stresses have been reported 

for the first time in biaxial inflation testing for aneurysmal tissue. 

It has been shown that rupture occurs in preferred directions, indicating some anisotropy of the tissue. In this 

study the anisotropy is somehow marginal during the elastic deformation of the tissue as a semispherical shape 

fits well the deformed shape of the aortic specimen. The anisotropic elastic properties of the arteries were 

already characterized using a similar technique [27, 28] and it already revealed that there was no clear trend 

regarding the preferred orientation of collagen fibers in the tissue. This was attributed to the effect of 

degenerative process in the diseased tissue [28]. 

However, it is observed here that rupture occurs in a preferred direction. The tear rupture is often preceded 

by a local weakening of the mechanical properties of the tissue, especially in the intima and media layers which 

are more fragile [28]. It would be interesting to improve the quality of the speckle pattern in order to improve 

the spatial resolution of the full-field measurements and therefore to characterize more finely the fracture 

mechanisms. 

Effects of age can clearly be observed with the relatively large ultimate stress of the tissue coming from the 

youngest patient. However, no clear trend comes up from the rest of the data and other tests should be 

conducted for completing the data base and achieving statistical analysis. 

The properties of different locations of the aorta were not compared here, contrarily to the study of Haskett 

et al. [29]. However, differences of properties were highlighted between the tunica media and the adventitia. 

The latter is found stronger, which confirms its role of structural support of the artery [4]. 

 

 

V. CONCLUSIONS  

Thanks to an original approach combining inflation tests and an imaging technique, this paper has presented 
one of the rare studies providing quantitative values of ultimate stresses in aortic aneurysms. It is believed that 
the domain of car crash accidents is concerned by possible severe mechanical loadings applied to the aorta in a 
shock. One of the perspectives of this work is to be able to predict the probability of rupture in such 
circumstances. For this, dynamic conditions of loading will have to be developed in the currently existing 
protocol.  
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