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Abstract—This paper investigates the effects of aging on
electrical cable characteristics and proposes a new method for
detecting and characterizing cable aging (i.e. homogeneous slow
degradation) based on time reversal. In case of a global cable
aging, the commonly used methods such as reflectometry provide
non-relevant or inaccurate information. Through theoretical
study and numerical simulations, the benefits of this new method
called Time Reversal Reflectometry (TRR) are presented. TRR
is experimentally shown to be successful for the detection and
quantification of cable aging.

Index Terms—Aged cable, Transmission line, Reflectometry,
Time Reversal, Skewness coefficient.

I. INTRODUCTION

Cables exist in all electrical systems, and are used to
transmit power or data. The problem of cables aging has
recently gained an increasing importance [1]–[5] and is
identified as a critical safety factor in several application
domains such as: transportation systems, industrial machinery,
buildings, nuclear facilities, power distribution systems, etc.
because a failure in any of these systems may cause injury to
human beings.
Aging is described as a slow structural modification which
gradually decreases the efficiency of an object, information
or organism to provide its functions [6]. Therefore, this paper
focuses on the detection and estimation of electrical cable
aging.
The cable (insulators) properties are reversibly or irreversibly
degraded by time, based on many factors such as: electric
field, temperature, moisture, radiations, chemical corrosion,
mechanical vibration, etc. The degradation presents
unfavorable effects on electrical material that cause the
appearance of failures which may lead to rupture and electric
discharges of insulators.
Accordingly, knowledge and evaluation of cable aging are
very important and can help to anticipate a timely maintenance
for degraded cables. Therefore, a reliable method able to
monitor cable status and provide reliable information about
its degradation is needed.

In the literature several methods are used for testing cables,
but reflectometry [7]–[12] is considered as the most reliable
one. Reflectometry is well suited to detect and locate cable
defects, but in case of an overall cable aging, it does not
provide relevant information.

The research overcomes reflectometry’s limitations by propos-
ing a new approach based on time reversal [13], [14] applied
to reflectometry’s fundamental principle.
The feasibility, applicability, and accuracy of the proposed
method are investigated by numerical simulation and ex-
perimental measurements. The simulation is done using a
frequency model of cable in MATLAB R© [8], [9]. For deeper
investigation, the proposed method is applied experimentally
on two identical healthy and aged cables for comparison
purpose. This method proves to be beneficial, applicable
and accurate when compared to standard reflectometry, as it
permits to increase the detection and estimation efficiencies of
aged cables.
The paper is organized as follows: section II briefly recalls
reflectometry’s principles, then section III introduces and
proposes a theoretical model for the new methodology based
on time reversal. Finally, the Time Reversal Reflectometry
(TRR) advantages are shown in section IV by experimental
measurements.

II. STANDARD REFLECTOMETRY
Standard reflectometry launches a pulse signal vi(t) down

the cable, for example a Gaussian pulse as shown below.

vi(t) = A · e−0.5( t
a )

2 fft
=⇒ Vi(f) = A · 1√

2 · a
e−0.5( f

a )
2

(1)

where, A is the signal amplitude and a is a scale factor
which enables to adjust the temporal width (the Gaussian pulse
bandwidth). Vi(f) is the Fourier transform of vi(t) in (1). The
wave propagates to the cable’s far end, where it is reflected
back and analyzed at the cable source. The reflected signal is
given by [7]

VR(f) = Γ · Vi(f) · e−2γ(f)d (2)

where Γ is the far end reflection coefficient (3), it is calculated
as follows:

Γ =
ZL − Z0

ZL + Z0
(3)

with Z0 =
√

R+jLω
G+jCω is the characteristic impedance of the

cable and ZL is the load impedance at the cable’s far end.
The reflection coefficient Γ equals -1 for short circuit and 1 for
open circuit. γ is the propagation constant of the transmission
line represented by attenuation α and phase β constants in (4)

γ (ω) = α+ jβ =
√

(R+ jLω) (G+ jCω) (4)



Fig. 1. Standard Reflectometry simulation results, showing the attenuation
and the dispersion of the reflected signal in a 100 m long coaxial cable

The parameters ω, R, L, G and C are the angular frequency in
rad/sec, series resistance in Ω/m, series inductance in H/m,
shunt conductance in Ω−1/m, and shunt capacitance in F/m
respectively. In the current analysis, cable aging is represented
by the modification of one or several electrical parameters
(R,L,G, and C) values.
The cable’s length d is obtained by multiplying the time delay
dt (Fig. 1) by the propagation velocity vp :

d =
vp · dt

2
(5)

The main problem in transmission lines is to choose the ap-
propriate and precise value of the propagation velocity which
depends on frequency and cable properties. It is necessary
to accurately know the propagation velocity in the cable to
calculate the cable’s length and estimate its aging. Generally,
the propagation velocity vp is calculated as follows:

vp =
c
√
εr

(6)

where, εr is the relative permittivity of the cable’s dielectric
insulator and c is the speed of light.
Dielectric permittivity may change overtime due to various
degradation processes such as thermal aging, corrosion, [15]
and mechanical degradation [16]. This changing results in a
significant variation of the propagation velocity [17] which is
used to detect the aging of the cable .
However, it is difficult to know accurately the variation of εr
(therefore of the propagation velocity) and that increases the
difficulty to evaluate the aging cable status. For example, in
the experimental measurement presented on Fig.1, a Gaussian
pulse (1) was sent into the cable under test (RG-58CU coaxial
cable) by an arbitrary waveform generator (AWG).
Cable’s attenuation reduces the amplitude of the input signal
and its dispersion degrades the localization accuracy of this
signal [18]–[21]. The cable dispersion distorts the propagated

signal patterns which leads to a difficulty in measuring the
time difference between incident and reflected signals as
well as the precise value of the propagation velocity. Several
techniques are proposed to overcome this problem but their
application is expensive and complicated [11]. Therefore, a
new approach based on time reversal applied to reflectometry
is proposed in order to overcome these limitations.

III. TIME REVERSAL REFLECTOMETRY

This new method is based on the principles of time reversal
and standard reflectometry method. It uses the fact that the
reflectometry signal reflected by the cable’s far end contains
all the information about cable’s status.
The proposed method uses the cable configuration described
in section II, but instead of using a predefined signal (Gaussian
pulse) like standard reflectometry method, it uses an adapted
signal that allows the user to more precisely characterize
the electrical parameters (RLCG) modifications due to cable
aging. The adapted signal will be insensitive to dispersion
which distorts signals and decreases the ability of cable aging
detection and estimation. The detection of cable aging using
time reversal is resumed by the following process:

1) Inject a (symmetrical) pulse signal into a healthy cable.
2) If needed, truncate and shift in time, then normalize the

reflected signal.
3) Apply time reversal, and then save as adapted signal.
4) Inject the adapted signal into the aged cable.
5) Process the reflected signal, calculate the skewness co-

efficient noted SC, and estimate the cable aging.
6) Loop steps 4 and 5 when needed.

In the following paragraph this process is analyzed and illus-
trated.

A. Frequency domain mathematical analysis

A mathematical model for the new method was developed in
the frequency domain in order to demonstrate that the adapted
signal after several round trips converges towards a signal
which keeps the same shape after propagation. This study is
summarized on Fig. 2, where H(f) is the transfer function of
the healthy cable, H

′
(f) for aged cable and H∗(f) represents

complex conjugate of H(f) (time reversal in time domain)
[14] . These different transfer functions is replaced with its
values in the following mathematical study.

Fig. 2. Process of the new method in the frequency domain

When the signal Vi(f) is injected down the cable, the re-
flected signal Vr(f) can be calculated using equation (2). Time
reversal is equivalent to complex conjugate in the frequency



domain. Then, the so-called adapted signal is V ∗R(f), denoting
by “*” the complex conjugate, given by equation (7).

V ∗R(f) = V ∗i (f) · Γ∗ · e−2·γ∗(f)·d (7)

By injecting the adapted signal into the aged cable, the
reflected signal of step 5 is obtained, which can be calculated
by multiplying equation (7) by the transfer function of the
aged cable as follows:

VR−RT (f) = V ∗i (f) · Γ
′
Γ∗ · e−2·d·

[
γ
′
(f)+γ∗(f)

]
(8)

where, γ
′
(f) is the aged cable propagation constant and

γ∗(f) is the complex conjugate propagation constant of the
healthy cable. If the cable under test is healthy then γ

′
(f) +

γ∗(f) is equal to twice the real part of γ(f) and VR−RT (f) is
real, meaning that the reflected signal of step 5 is symmetrical.
Otherwise, as the cable parameters change over its age, the
weak modifications of the aged cable’s parameters induce an
imaginary part in the frequency domain reflected signal, which
implies that this signal is not symmetrical anymore in the time
domain.
A mathematical demonstration of the asymmetry of the ob-
tained signal is given below. For an aged cable the equation
of the reflected signal is:

VR−RTA
(f) = VR−RTH

(f)e2·d·[∆γ(f)] (9)

where, ∆γ(f) = γ
′
(f)− γ(f).

VR−RTA
and VR−RTH

are the signals in the frequency domain
for an aged and healthy cable respectively. Knowing that,
the modulus of 2d∆γ(f) is small compared to 1 because
the modifications of electrical parameters are small. Using a
Taylor expansion of equation (9), the equation for the aged
cable is obtained as follows:

VR−RTA
(f) = VR−RTH

(f) (1 + 2d∆γ(f)) (10)

where,

∆γ(f) =
∑

X∈{R,L,C,G}

∆X
∂γ(f)

∂X
(11)

The partial derivative of the equation (3) with respect to R is:

∂γ(f)

∂R
=

1

2Z0
(12)

The same reasoning is applied for G, L and C respectively to
obtain Z0

2 , jw2.Z0
,and jw.Z0

2 respectively. Then, these four results
of the partial derivative of equation (4) are added as follows:

∆γ(f) =
1

2

(
Z0 (∆G+ jω∆C) +

∆R+ jω∆L

Z0

)
(13)

Based on the aforementioned , a signal in the time domain
is symmetrical when it is real in the frequency domain. So,
the imaginary part of equation (13) provides the signal’s
asymmetry, which can be used to estimate the aging of the
cable.

B. Simulation results

In order to investigate this method, numerical simulation
is performed. The simulation is done by using a RLCG
frequency model of a cable using MATLAB R©.
In order to model an aged cable, different capacitance values
are considered, each one represents a different age.
The effects of cable aging is detected by applying the process
described in the section III, and a skewness coefficient noted
SC is computed. SC is calculated by quantifying the signal’s
distortion on the left “a” or the right side “b” of its maximum
as presented on Fig.3.
Then,

SC = b/a (14)

A SC value close to 1 means the cable under test is healthy.
Otherwise, if the reflected signal is asymmetrical or SC value
is far from 1, this means the cable is aged and the value of
SC enables to quantify the aging.

Fig. 3. Example of calculation of the skewness coefficient SC

Two (healthy and aged) 500 meter long transmission lines
with 50Ω characteristic impedance, terminated by an open
circuit at their far end, are used in this analysis. The two
figures 4 and 5 are obtained after applying the fifth steps
of the process described above for a healthy and an aged
cable. Fig.4.(a) presents the symmetrical signal of step 1
injected into the 500 m healthy cable. After propagation,
the cable’s response presented in Fig.4.(b) is saved. Fig.4.(c)
shows the result of the time reversal of the reflected signal
saved in step 2 and called the adapted signal. This signal is
injected into a cable under test to detect its aging. Fig.4.(d)
shows the symmetry of the response of the healthy cable.
On the contrary, figure 5 presents the response of an aged
cable. So, the result of the figures 4.(d) and 5 show that the
difference between the shapes of the signal is an indicator of
the aging cable, as in the second figure (Fig.5) the signal is
not symmetrical.

Then, a comparison by changing the per unit length capac-
itance value was performed. Fig.6 shows the reflected signal
from step 5 for the healthy cable (Capacitance is C0) and for
three simulated aged cables (Capacitance values of aged cables
are 0.2, 0.6 and 1.2 times C0).
Table I presents the calculated values of SC and shows the
effect of aging. When the cable is healthy, SC is equal to 1



Fig. 4. Simulation results: (a) the injected symmetrical signal of step 1, (b) the reflected signal of step 2, (c) the time reversal of reflected signal to be
injected in step 4, (d) the reflected signal of step 5, for a healthy cable

Fig. 5. The reflected signal of step 5 for an aged cable ((0.2 ∗ C0))

and when it is aged (0.2 ∗ C0) SC is down to 0.5127.

In case the reference signal (adapted signal of step 3, used
to detect the aging of the cable) of the healthy cable is lost, it
is still possible to estimate the effects of aging. If we apply the

Fig. 6. The reflected signals of aged cable with different value of the
capacitance

process from steps 1 to 4 to the healthy cable and to the aged
cable, the signals of step 5 are different. Fig.7 compares the
reflected signals of a healthy cable and an aged cable (C0∗0.2
and C0 ∗1.2). The change in the width of the reflected signals



TABLE I
VALUES OF SKEWNESS COEFFICIENT SC FOR DIFFERENT AGED CABLES

Simulations 1.2 ∗ C0 C0 0.6 ∗ C0 0.2 ∗ C0

Skewness Coefficient 1.09 1 0.7943 0.5127

shows the effects of aging, and can easily be quantified.

Fig. 7. Comparison between a healthy cable and aged cable using the TRR
in case of lost of the reference

IV. EXPERIMENTAL SET UP

Thermal aging represents an important stress which can
greatly affect the electrical insulation properties of a cable
and may limit its effective service life by thermal breakdown
mechanisms.
Therefore, several experimental measurements were done to
evaluate the TRR method results.
Thermal aging experiment is performed on a 100 m long
coaxial cable during two months and a half at 105◦C tem-
perature (Fig.8). The detection of cable aging using our time
reversal approach is performed like in the simulation section
by following these steps:

1) Inject a Gaussian pulse signal into the healthy cable
using an Arbitrary Waveform Generator (AWG).

2) Measure the reflected signal with a digital oscilloscope.
3) Using MATLAB R©, the reflected signal is truncated,

shifted, normalized and time reversal is applied to get
the adapted signal, which is saved.

4) During aging tests, the computer running Labview con-
trols the AWG to periodically inject the adapted signal
from step 3 into the cable.

5) Process reflected signal, calculate SC, and estimate
aging.

Before the aging experiment began, a reference was saved
(response of the open ended cable) to do a comparison with
the measurements during aging. Every five days, the response
of the open ended cable is measured. The obtained results
show that the thermal aging affects considerably the electrical

and mechanical properties of the material. It was also noted
that the material loses rapidly its properties with higher
temperature.

Fig. 8. Block diagram of the experimental setup

Fig.9 shows the variation of the reflected signals from step
5 for four different aging values. The measurement number
1 is for the healthy cable. It is noticeable that the signal is
symmetrical because SC is equal to 1. The measurements
two, three, and four are saved after one month and half, two
months, and two months and ten days respectively. Table II
shows the effect of aging during the experimental study via the
variation of the skewness coefficient SC value. It was noted
that the increasing of SC with time led the reflected signal to
lose its symmetry.

TABLE II
VALUES OF THE SKEWNESS COEFFICIENT DURING AGING

Measure 1 2 3 4
Skewness Coefficient 1 1.2809 1.2966 1.3154

Fig. 9. The reflected signals during aging

V. CONCLUSION

This paper presented a new method for precise cable aging
detection and estimation based on time reversal and standard
reflectometry method. Time Reversal Reflectometry (TRR)
shows great ability for detecting and assessing aging degree.
The TRR was demonstrated by performing a mathematical



analysis on the non symmetrical reflected signal of an aged
cable.

The advantages of the Time Reversal Reflectometry over
standard Reflectometry have been shown also by experimental
and simulation results. During accelerated aging test for a
100 m coxial cable, TRR was employed to monitor the state
of an aging cable and it shows good results. Even a small
variation of SC represents an index of aging.
It should be noted that, using only standard reflectometry
result to monitor the variation of cable permittivity during the
aging process provides inaccurate results, mainly because the
variation of the permittivity value influences the propagation
velocity. So, the proposed method avoids this problem by
presenting a simple and more accurate technique to estimate
the cable aging.

In addition, the TRR method can also work in case a non
symmetrical signal is injected of step 1. The SC coefficient of
the signal of step 5 is equal to the SC coefficient of the initial
signal for healthy cable and will be different for an aged cable.

Finally, the knowledge and evaluation of cable aging can
help to anticipate timely maintenance of degraded cables.
The health of the cables and the safety of an entire electrical
system can be ensured by using the developed method which
gives the ability to continuously monitor the cable functioning
status.
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