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ABSTRACT 

Gas turbines burn a large variety of gaseous fuels under elevated pressure and temperature 

conditions. During transient operations, variable gas/air mixtures are involved in the gas piping 

system. In order to predict the risk of auto-ignition events and ensure a safe operation of gas 

turbines, it is of the essence to know the lowest temperature at which spontaneous ignition of fuels 

may happen. Experimental auto-ignition data of hydrocarbon-air mixtures at elevated pressures are 

scarce and often not applicable in specific industrial conditions. AIT data correspond to 

temperature ranges in which fuels display an incipient reactivity, with time scales amounting in 

seconds or even in minutes instead of milliseconds in flames. In these conditions, the critical 

reactions are most often different from the ones governing the reactivity in a flame or in high 

temperature ignition. Some of the critical paths for AIT are similar to those encountered in slow 

oxidation. Therefore, the main available kinetic models that have been developed for fast 

combustion, are unfortunately unable to represent properly these low temperature processes. A 

numerical approach addressing the influence of process conditions on the minimum AIT of 
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different fuel/air mixtures has been developed. Several chemical models available in the literature 

have been tested, in order to identify the most robust ones. Based on previous works of our group, 

a model has been developed, which offers a fair reconciliation between experimental and calculated 

AIT data through a wide range of fuel compositions. This model has been validated against 

experimental auto-ignition delay times corresponding to high temperature in order to ensure its 

relevance not only for AIT aspects but also for the reactivity of gaseous fuels over the wide range 

of gas turbine operation conditions. In addition, the AITs of methane, of pure light alkanes and of 

various blends representative of several natural gas and process-derived fuels were extensively 

covered. In particular, among alternative gas turbine fuels, hydrogen-rich gases are called to play 

an increasing part in the future so that their ignition characteristics have been addressed with 

particular care. Natural gas enriched with hydrogen, and different syngas fuels have been studied. 

AIT values have been evaluated in function of the equivalence ratio and pressure. All the results 

obtained have been fitted by means of a practical mathematical expression. The overall study leads 

to a simple correlation of AIT versus equivalence ratio/pressure. 
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INTRODUCTION 

Among alternative fuels to natural gas, process gases, syngases and hydrogen-containing gases can 

find an increasing place as gas turbine fuels in the future. However most of them entail higher 

explosion risks than methane, namely in the event of a leak or during purges of pipes if air is used. 

More generally, many chemical processes use flammable gases and vapors under elevated 

pressures and high temperatures. The evaluation of auto-ignition hazards and safety concerns for a 

safe operation of such processes requires a sufficient knowledge of the lowest temperature at which 

spontaneous ignitions can take place. The Auto-Ignition Temperature data (AITs) found in the 

literature are usually determined by applying standardized test methods that are based on small 

vessels and are performed at atmospheric pressure. However, AITs are not fixed data but largely 

depend on the equivalence ratio, the pressure as well as the volume since convective transport can 

influence the tests. Therefore, the AIT values measured at atmospheric pressure and lab scale are 

often not applicable in industrial environments. 

The auto-ignition of a gas mixture is a complex phenomenon that is influenced by many factors, 

which can be classified into three categories: (i) “intrinsic parameters” that are linked to the gas 

mixture itself (nature and concentration of the reagents, pressure, presence of additives, nature of 

the oxidizer…) ; (ii) “extrinsic parameters” which are dependent on the test apparatus (volume of 

the vessel, nature of the wall, flow motion…), and (iii) parameters linked to the method of detection 

of the ignition (auto-ignition criterion). 

As a first observation, the auto-ignition temperature is strongly dependent on the nature of the fuel. 

As can be seen in Table 1, the AIT of hydrocarbon/air mixtures decreases with increasing molecular 

weight and chain length [1]. The AIT is also higher for branched hydrocarbons than for linear 

hydrocarbons. Some attempts were done to correlate the AITs of pure hydrocarbons with the 

average carbon chain length [2]. 
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Table 1 

 

Many experimental data have been recorded for individual fuel species, such as hydrogen [5], 

methane [6][7][8][9][10][11], ethane[6][12], propane [7][13], n-butane [14][15], or blends that are 

representative of natural gas [7] or LPG [11]. Usually, the lowest auto-ignition temperature is not 

reached under the stoichiometric conditions, but for richer mixtures i.e. between the stoichiometric 

concentration and the upper flammability limit [16]. Methane/air mixtures represent an exception 

to this rule: the lowest AIT of methane/air mixtures under 1 bar is reached in the lean range of 3.0–

8.0 mole % of CH4 (0.3 ≤ ≤ 0.8), while the stoichiometric concentration is to 9.5 mole % of CH4 

[7]. In the same conditions, the minimum is reached at =4 (15 %mol.) for a propane/air mixture. 

An increase in pressure generally decreases the auto-ignition temperature of a gas mixture [6]. 

Noteworthy, while many processes in the chemical industry are conducted at elevated pressure, 

experimental data are mainly obtained under atmospheric conditions. It has been shown that a 

larger experimental vessel can lead to lower AITs [6], because of a decrease of the ratio between 

the heat exchanged at the walls and the heat of reaction released in the volume. The nature of the 

walls is also of importance since the material can give rise to chemical reactions (creation or 

destruction of free radicals) or develop a physical effect (source or sink of heat, adsorption of 

intermediates etc.). Wall treatments of the vessel have shown a strong influence on the AITs [9].  

The most commonly used auto-ignition criterion is the visual observation of a flame but this 

method is applicable only to visible flames, requires a test setup with a visual access and works in 

absence excessive soot. The visualization is more difficult at high pressure. Other methods rely on 

temperature or pressure recordings or the analysis of the reaction products that can replace the 

visual criterion, but the choice of the particular value of temperature or pressure rise may have a 
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strong impact on the resulting AIT. For instance, a change of the temperature rise criterion from 

50 K to 200 K can have a critical effect on the auto-ignition limit. The multiplicity of the factors 

influencing the AIT makes it difficult to elaborate a standardized determination method. A large 

number of standards actually exist e.g.: EN 14522 [17], DIN 51 794 [18], ASTM E 659–78 [19], 

ASTM D2155–66 [20]. ASTM D2883–95 applies to the auto-ignition temperature of liquids and 

solids at high pressure, but is unfortunately unsuitable for gases. Consequently many teams use the 

experimental setup that is the most adapted to their specific applications. As a matter of fact, the 

auto-ignition temperature of methane determined by different test methods over the last thirty years 

has known a variation between 813K and 923K [11]. Besides hardware aspects, a number of 

experimental techniques exist for the generation of the auto ignition event, such as: closed vessels, 

rapid compression machines, shock tubes or continuous flow reactors. This wide panel of 

techniques is useful to cover the determination of auto-ignition delay times over large ranges of 

temperature, pressure and time scales.  

Considering the complexity of this important topic, the team has decided to approach the auto-

ignition properties at elevated pressures by means of comprehensive detailed kinetic models. The 

objective has been the assessment of the auto-ignition temperatures (AIT) and auto-ignition delay 

times of a wide range of fuels including hydrogen and covering namely natural gas, LPG and 

syngas. In overall, the gaseous species covered are the following ones: H2, CO, CH4, light alkanes 

up to C5 and inert gases such as N2 and CO2. After assessing different kinetic models available in 

the literature against experimental data also taken from the literature, the auto-ignition properties 

of several fuels and air mixtures have been extensively evaluated in function of pressure and 

equivalence ratio using the best performing model. 
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KINETIC MODELING 

Several comprehensive kinetic models for the oxidation and the combustion of light hydrocarbons 

have been proposed in the literature. However, most of these mechanisms have been designed for 

burner or engine conditions and are valid only for high temperature combustion (>1000 K), while 

kinetic data and mechanisms in the low temperature region are scarce. Flame conditions are far 

from auto ignition conditions in which the reactivity is very low and specific reactions that can be 

neglected at higher temperature may become critical paths. Flames have typical timescales much 

shorter (e.g. milliseconds instead of minutes) than auto-ignition processes where the chemistry of 

the oxidation may be an intermediate between those involved in a flame and during the degradation 

in the atmosphere. The formation of peroxy free radicals through the oxidation by oxygen of alkyl 

radicals coming from the fuel represents critical steps since they yield hydroperoxides, which are 

the branching agents responsible for the auto acceleration of the reaction. The oxidation of 

hydrocarbons at low temperature follows a general scheme summarized by the following reactions: 

 

In the case of light fuel species such as methane and ethane, important intermediates are 

methylperoxy CH3OO and ethylperoxy C2H5OO radicals, which react in bimolecular reactions to 

produce the branching agents CH3OOH and C2H5OOH. Many models miss some of these reactions 

that are negligible at higher temperature but are essential to correctly simulate AITs. 

Among the models available in the literature, a popular one is GRI-mech [21] that has been 

optimized for the combustion of methane at high temperature. Another comprehensive mechanism 
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devoted to the combustion of methane has been proposed by the University of Leeds [22]. The 

combustion of natural gas, as a mixture of light hydrocarbons, is the subject of GDF-Kin [23] and 

Konnov’s model [24], which have been regularly up-dated. Some models for the combustion of 

light alkanes up to n-butane have been developed at the LLNL that includes low temperature 

chemistry [25] or have been validated over a wide range of pressure and equivalence ratio (NUIG 

[26]). All these models have been validated against experimental ignition delay times, but at 

temperatures much higher than AIT.  

A specific model, LRGP2014, has been created by our group based on own reaction bases and 

using the software EXGAS, which is an automatic mechanism generation tool [27]. This software 

developed in Nancy for several years allows the automatic generation of mechanisms for the gas-

phase oxidation of hydrocarbons. It provides reaction mechanisms composed of three parts. A 

comprehensive primary mechanism contains only the reactions of the initial organic compounds, 

here propane, n-butane and n-pentane, and oxygen. The additions of alkyl radicals to oxygen 

molecules and the subsequent reactions leading to the formation of oxygenated compounds such 

as peroxides, aldehydes, ketones, and cyclic ethers, which are important below 1000 K, are 

considered to properly predict the low temperature chemistry. A comprehensive C0-C2 reaction 

base includes all the reactions involving radicals or molecules containing less than three carbon 

atoms [28]. Reactions of methane, ethane, hydrogen and CO are included in this base. A lumped 

secondary mechanism contains the reactions consuming the molecular products of the primary 

mechanism (e.g ketohydroperoxides, alkenes, cyclic ethers, aldehydes, ketones), which do not react 

in the reaction base. Thermochemical data for molecules or radicals are automatically calculated 

based on group additivity methods. Kinetic data are estimated either based on thermochemical 

kinetics methods, or on quantitative structure-reactivity relationships obtained from literature 

reviews. This system has been used to generate validated mechanisms for the low temperature 
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oxidation of n-butane, isomers of pentane, n-heptane and iso-octane and large alkanes [27][29][30]. 

An extension of this system has also been achieved to model the oxidation of ethers and methyl 

esters using a comprehensive low temperature mechanism [31]. The final mechanism contains 209 

species that are involved in 1473 reactions. The LRGP2014 model can be obtained upon request. 

In the present work, the performances of these mechanisms were checked against some typical 

experimental results from the literature. Simulations were performed using the CHEMKIN II 

software [32] developed for the resolution of the mass and energy equations relevant to main 

laboratory reactors. In particular SENKIN, which is dedicated to the simulation of internal 

combustion engines, was used for the calculation of ignition delay times and the determination of 

AITs. AITs have been calculated by mimicking the Standard ASTM E 659-78 which considers that 

there is auto-ignition if a flame can be observed before a delay of 10 minutes after the load of the 

reagents in a 500 cm3 silica glass cylinder. In the calculations, auto-ignition was assumed to have 

occurred when a 400K increase of the temperature was reached. Calculations assume a constant 

volume and a typical heat loss rate through glass walls (h = 19 W m2 K-1) [33]. It is important to 

stress the fact that this simple 0D simulation method does not capture the great complexity of the 

heat and convective mass transfer processes inside the test cylinder during real auto-ignition 

experiments. 

 

VALIDATION OF THE MODEL 

AITs of methane, ethane, and propane/air mixtures in function of the equivalent ratio were 

calculated at 1 bar using the seven different models that have been presented above and are 

reviewed below. The experimental decrease of the minimum AIT with the increasing chain length 

in hydrocarbons, shown in Table 1, is not reproduced by three of these models (GRI-mech [21], 

Leeds [22], and NUIG [26]) which predict higher AIT for ethane than for methane. Indeed, these 
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models were developed for conditions much different from those that prevail in AIT. In fact they 

do not contain any reactions involving ethylperoxy and propylperoxy radicals needed to reproduce 

the low temperature reactivity of the parent fuels. As far as the others models are concerned, they 

account for the difference of reactivity between C1, C2 and C3 species even though large 

discrepancies exist between the different mechanisms. Once again, the lack of low temperature 

reactions in some of these models can explain these differences. The variation of AIT in function 

of pressure and equivalence ratio for different fuel/air mixtures was also investigated. An inversion 

between the AITs of methane and ethane calculated with the model of Konnov [24] was observed. 

This latter was then discarded in the next phase of the study. 

With the three remaining models, minimum AITs at 1 bar were calculated for equivalent ratio 

ranging from 0.1 to 15 and compared with the CHEMSAFE data [1]. Figure 1 shows this 

comparison. The LLNL model [25] leads to AIT of n-butane higher than that of propane, in 

contradiction with the real trend. GDF-Kin [23] yields an AIT of n-pentane equivalent to that of n-

butane. In fact, both of these models have been validated at low temperature for compounds up to 

C3 but none of them contains a complete low temperature mechanism for C4 and C5 species. In 

conclusion, it appears that, among all the compared models, only the LRGP2014 model proves 

robust enough to correctly reproduce the AIT dependence on the various operating conditions. 

Therefore, in the next phase of the study, which is set out below, this model was further tested 

against extensive literature data. 

 

Figure 1 

 

Steinle and Franck [6] studied the oxidation of methane/air mixtures at very high pressure in 

cylindrical and spherical vessels. The comparison between simulation results and experimental 
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data is visible in Figure 2a, showing a correct agreement. Caron et al. [10] and Norman [11] 

investigated several methane/air mixtures at different pressures and concentrations in a spherical 

vessel. Figure 2b shows the pressure/temperature region obtained for a mole fraction of methane 

equaling 60 % in air, corresponding to an equivalence ratio of 14.29. A fair agreement between 

experimental data and simulations is obtained, especially keeping in mind that the experimental 

uncertainties in AIT measurements are tens of Kelvins, as discussed above. 

Experimental AITs of ethane, propane, n-butane and n-pentane have also been simulated with the 

LRGP2014 model. Figure 3 illustrates the evolution of AITs of propane and n-butane as a function 

of pressure. The model reproduces fairly well the trend of the AITs of propane (Figure 3a) 

measured in a 1 liter ignition vessel up to 20 bar [7]. The AITs of n-butane/air mixtures measured 

in a 8L spherical bomb [14] are also well reproduced up to 25 bar (Figure 3b). In that case, it 

appears that AITs are not very sensitive to the pressure. The behavior of gas mixtures is of high 

interest in real applications. Kong et al. [7] have studied the auto-ignition of methane/propane/air 

mixtures in a 1 liter ignition bomb. Figure 4 compares experiments and simulations for different 

equivalence ratios. Both trends and orders of magnitude are rather well respected by the LRGP2014 

model, even if the calculations give lower AITs for rich mixtures. 

 

Figure 2 

Figure 3 

Figure 4 

 

A further validation of the LRGP2014 model was performed against ignition delay times (AID). 

Auto-ignition delay times of methane/hydrogen mixture with a hydrogen mole fraction ranging 

from 0 to 100%, were experimentally measured in a shock tube by Zhang et al. [34]. Pressure was 
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kept at 18 bar and temperatures behind the reflected shock waves were in the range of 900 to 1750 

K (Figure 5). Both the AID values and the trends obtained with LRGP2014 are in a good agreement 

with the experimental data irrespective to the fuel composition, even though the reactivity is 

slightly overestimated for the lower hydrogen fractions. 

Some validations were also performed with pure light alkanes. Figure 6 displays some comparisons 

between simulations and experimental auto-ignition delay times obtained in shock tubes for 

methane, ethane and n-butane. Figure 6a relates to stoichiometric mixtures of 

methane/oxygen/argon at 3 and 10 bar [35]. Figure 6b summarizes the influence of both the 

equivalence ratio and the concentration of ethane under moderate pressure [36]. Figure 6c refers to 

the AID of n-butane at different pressures [37]. For the three fuels, the LRGP2014 model simulates 

fairly well the ignition-delays and the temperature dependence. 

 

Figure 5 

Figure 6 

 

Ethane and propane are two major non-methane alkanes components of natural gas. The 

combustion of natural gas can be represented as that of a mixture of methane with light alkanes. 

Figure 7 presents the comparison between simulated results and experiments of such mixtures. 

Figure 7a displays the AIDs of a methane/ethane mixture, for temperature ranging between 800 

and 1200 K, with a pressure of about 20 atm and an equivalence ratio around 0.5 [38]. Lamoureux 

and Paillard [39] studied a natural gas/oxygen/argon mixture in a shock tube: figure 7b shows the 

experimental data they found for an Algerian natural gas modeled as the following blend: 

89.6%CH4 + 8.4%C2H6 + 1.2%C3H8 + 0.4%C4H10 + 0.4%N2 ; the equivalence ratio equaled 0.5 and 

the pressure was 6 bar. Here again, the LRGP2014 model successfully reproduces the sets of 
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experiments as shown in figures 7a and 7b. 

 

Figure 7 

 

To summarize, multiple comparisons between experimental data and LRGP2014 simulations were 

performed, involving a large number of mixtures, equivalence ratio, pressures, temperatures and 

test setups. The values and the trends agree fairly well, considering the considerable experimental 

uncertainties in the measurement of AITs. The maximum gap between the experimental and 

calculated AIT data does not exceed, in most cases, 50 K which allows considering that the 

LRGP2014 model is appropriate for the prediction of AITs. 

 

USE OF THE MODEL FOR PREDICTIVE CALCULATIONS 

For safety purpose, the model has been used to predict the minimum AIT of several paradigmatic 

gas fuels in function of pressure and equivalence ratio. The compositions of the selected gas 

mixtures are shown in Table 2. Mixture B1 is methane taken as a reference. Mixture B2 represents 

a gas that is very rich in alkanes. Mixture B3 stands for methane enriched in hydrogen and mixture 

B4 represents a real natural gas typically burned in gas turbines. Mixture B5 stands for a Coke 

Oven Gas and mixture B6 is for a low BTU Blast Furnace Gas. In all cases, the equivalence ratio 

was varied from 0.2 to 4.0 and the pressure from 1 to 25 bar. In all simulations, a closed vessel 

with a volume of 200 cm3 was considered, with a heat transfer coefficient of 19 W.m-2.K-1 at the 

wall and a time of 5 min for the appearance of auto-ignition. Figure 8 illustrates the results obtained 

with the syngas B5; they can be used in engineering studies. 

 

Table 2 
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Figure 8 

 

While the detailed kinetic model enables the calculation of the AIT of individual mixtures in given 

conditions, it was deemed interesting to develop an analytical, multi-parameter correlation of AIT 

as calculated with LRGP2014, knowing that such fitting will be a pure mathematical expression 

without any physical meaning. To that end, a data fit by means of a mathematical expression has 

been performed for all mixtures. In order to derive a global expression, the different parameters 

were reproduced step by step. First, the variation of the AIT as a function of the equivalence ratio 

was represented by means of the following function: 

𝐴𝐼𝑇[𝐾] = 𝛼0 + 𝛼1 𝜙𝛼2   (1) 

The value of the power coefficient 2 was kept constant and equal to -0.6. Seven different 

expressions of 0 and 1, corresponding to the seven calculation pressures, were then obtained 

(Table 3). The second and the third steps consisted in fitting the coefficients i as a function of 

pressure and gave an analytical expression of 0 (equation 2) and 1 (equation 3): 

𝛼0 = 𝑘0 + 𝑘1 𝑃𝑘2   (2) 

𝛼1 = 𝑘3 + 𝑘4  𝑒𝑥𝑝 [− (
𝑙𝑛(

𝑃

𝑘5
)

𝑘6
)

2

]  (3) 

where P is the pressure in bar, and ki parameters determined for each reacting blend. A power 

expression was found suitable to correlate the first parameter 0, while it was necessary to use a 

more complex log-normal expression to correctly fit the coefficient 1 over the entire range of 

conditions. Figure 9 illustrates the correlation of the values in Table 3 by these two latter 

expressions. 
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Table 3 

Figure 9 

 

Eventually, one obtains a fully analytical representation, named “the BGSF correlation”, which 

represent the variation of the AIT as a function of the equivalence ratio and the pressure, with the 

AIT in Kelvin and the pressure in bar: 

𝐴𝐼𝑇[𝐾] = 𝑘0 + 𝑘1 𝑃𝑘2 + (𝑘3 + 𝑘4 𝑒𝑥𝑝 [− (
𝐿𝑛(

𝑃

𝑘5
)

𝑘6
)

2

]) 𝜙−0.6 (4) 

Table 4 summarizes the coefficients for the blends studied. This expressions are valid for pressures 

from 1atm up to 25 atm, and equivalence ratios ranging from 0.4 to 4. In the case of the gas B1 

(100% methane) a special behavior was obtained at 1 bar. Indeed, as experimentally observed at 

atmospheric pressure [7], the AIT of methane reaches a minimum for an equivalence ratio close to 

the stoichiometry, i.e. much lower than for other alkanes. For richer mixtures, the AIT of methane 

increases. Therefore the expressions of the ki coefficients contained in Table 4 for BN1 are valid 

only for pressures higher than 2 bar. Values of AIT for methane/air mixture at 1 bar have been 

fitted with a simple polynomial expression as follows:  

𝐴𝐼𝑇𝐶𝐻4,1𝑏𝑎𝑟 [𝐾] = 981. 5 − 336.3 𝜙 + 377.4 𝜙2 − 199.1 𝜙3 + 50.4 𝜙4 − 4.80 𝜙5 

 

Table 4 
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CONCLUSION 

The aim of this study was to numerically investigate the influence of process conditions on the 

auto-ignition temperature of different fuel/air mixtures. Although many AITs of hydrocarbon-air 

mixtures can be found in the literature, these values are generally determined at atmospheric 

pressure according to various standard test methods. Since many industrial processes operate at 

higher pressures, an accurate knowledge of the auto-ignition temperatures in these conditions is 

essential for the safe and rational operation of those processes. After a description of the key factors 

influencing the auto-ignition temperature, several chemical models, available in the literature, have 

been tested in order to find the most robust one. The low temperature and the long time scale 

involved in spontaneous auto-ignition events require the inclusion in the kinetic models of specific 

reaction channels that are negligible in usual flame conditions. A number of models that are 

recognized as robust in usual flame conditions, proved unreliable when extrapolated to the AIT 

conditions that are of interest in the present study. This robustness test led to retain the LRGP2014 

model that has been developed by the LRGP laboratory, since it yielded fairly good fits through a 

large number of cross checks between experiments and simulations. The specific objective of this 

study was the prediction of the auto-ignition temperature of fuel/air mixtures depending on the 

pressure and the equivalence ratio. All the results have been successfully fitted by means of a BGSF 

correlation which enables a direct, simple analytical evaluation of the AIT for mixtures of interest 

in the industry, namely in gas turbine applications. 

 

DISCLAIMER 

The information contained in this technical paper represents the best and most current information 

owned by the authors on the subject and is believed to be correct. However the authors and their 
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respective organizations make no representations or warranties regarding the accuracy and will not 

be responsible for damages resulting from use or reliance upon this information. 
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Table 1. Minimum auto-ignition temperature (AIT) of fuels at standard pressure in the 

literature (K) 

Fuel Reference publication 

 [1] [2] [3] [4] 

Hydrogen 810 845 845 833 

Methane 868 810 905 858 

Ethane 788 745 745 788 

Propane 743 739 766 743 

i-Butane 733 - - 733 

n-Butane 638 688 678 703 

n-Pentane 533 557 505 - 

n-Hexane 503 - - - 
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Table 2. Composition of the studied fuels (%mol.) 

 B1 B2 B3 B4 B5 B6 

CO     7.0 25.0 

CO2    0.81 3.0 17.0 

H2   25.0  60.0 2.0 

N2    1.94 6.0 55.0 

O2     1.0 1.0 

CH4 100 85.0 75.0 89.15 21.0  

C2H6    6.09 2.0  

C3H8  10.0  1.50   

C4H10  5.0  0.40   

C5H12    0.07   
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Table 3. Coefficients of the [AIT vs.  function for gas B5. 

P [bar] 1 5 9 13 17 21 25 

0 811.8 708.1 689.6 682.4 678.9 675.9 673.7 

1 16.38 41.66 35.67 30.30 25.99 23.68 21.52 

2 -0.6 -0.6 -0.6 -0.6 -0.6 -0.6 -0.6 
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Table 4. Coefficients in equation (4) for the calculation of AITs of gas mixtures,1≤P≤25 

bar, 0.4≤≤4.a 

 B1b B2 B3 B4 

k0 668.8 -1539.8 641.0 584.2 

k1 212.5 2320.3 184.8 221.6 

k2 -0.77 -0.04 -0.46 -0.50 

k3 24.02 67.06 -8.13 35.36 

k4 36.51 45.20 61.49 36.04 

k5 4.90 15.56 5.39 4.44 

k6 1.35 0.90 2.28 1.56 

a: coefficients related to fuel B5 and B6 can be provided based upon request 

b: only for P>1 bar. 
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Figure 1: Minimum auto-ignition temperature vs. number of carbon atoms for different 

fuel/air mixtures at 1 bar.  
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Figure 2: AIT of methane/air mixture as a function of pressure (a) equivalence ratio 2, (b) 

equivalence ratio 14.3. Points are experimental data, lines are simulations. 
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Figure 3: AIT of (a) propane/air and (b) n-butane/air mixture as a function of pressure. 

Points are experimental data, lines are simulations. 
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Figure 4: AIT of methane/propane/air mixtures at P=1bar and different equivalence ratios. 

Points are experimental data, lines are simulations. 
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Figure 5: Auto-ignition delay times for methane/hydrogen/ oxygen/argon mixtures. Points 

are experimental data, lines are simulations. 
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Figure 6: Auto-ignition delay times for methane (a), ethane (b), and n-butane (c) in shock 

tube. Points are experimental data, lines are simulations. 
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Figure 7: Auto-ignition delay times for (a), methane/ethane (b) natural gas in shock tube. 

Points are experimental data, lines are simulations. 
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Figure 8: Simulated AITs for the blend B5 as a function of pressure and equivalence ratio. 
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Figure 9: Fit of coefficients of the AIT vs.  law as a function of pressure in the case of 

mixture B5. 

 

 

 

 

 


