Evaluation of low emission zone policy on vehicle emission reduction in Beijing, China
Yi Zhang, Michel Andre, Yao Liu, Lin Wu, Boyu Jing, Hongjun Mao

To cite this version:
Yi Zhang, Michel Andre, Yao Liu, Lin Wu, Boyu Jing, et al.. Evaluation of low emission zone policy on vehicle emission reduction in Beijing, China. Second International Conference on Energy Engineering and Environmental Protection (EEEP 2017), Nov 2017, SANYA, China. 7 p. hal-01574972

HAL Id: hal-01574972
https://hal.archives-ouvertes.fr/hal-01574972
Submitted on 17 Aug 2017

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers. L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.
尊敬的作者您好：

感谢您对本届能源工程与环境保护国际学术会议 The Second International Conference on Energy Engineering and Environmental Protection (EEEP2017)的支持！

会议时间：2017年11月20-22日

会议地点：海南 三亚

您的投稿EEEP15573（Evaluation of Low Emission Zone Policy on Vehicle Emission Reduction in Beijing, China），经会务组审核符合会议征稿领域及要求，予以录用。文章将由英国IOP出版社旗下论文集IOP Conference Series: Earth and Environmental Science 出版，并由其提交Ei Compendex, Scopus, CPC等数据库收录。

请登陆投稿系统（http://papertub.iceep.org/）于2017年5月15日前完成下列注册程序：

1. 根据专家意见修改文章并逐条反馈专家意见。
2. 严格按照论文模板排版 您的文章，并上传修改稿到系统（通过原文章ID上传修改稿，请不要作为新文章投稿）。
3. 缴纳会议版面费，并在缴费后将缴费凭证上传到系统。

Best regards,

Secretary Wu
EEEP committee
Email: EEEP2016@163.com
Tel: +86-15927125823
Website: http://www.iceep.org
Evaluation of Low Emission Zone Policy on Vehicle Emission Reduction in Beijing, China

Yi Zhang¹,², Michel André³, Yao Liu³, Lin Wu¹,², Boyu Jing⁴ and Hongjun Mao¹,²*

¹ College of Environmental Science & Engineering, Nankai University (NKU), Tianjin, China
² Centre for Urban Transport Emission Research, Nankai University (NKU), Tianjin, China
³ Transport and Environment Laboratory, French institute of science and technology for transport, spatial planning, development and networks (IFSTTAR), Lyon, France
⁴ State Environmental Protection Key Laboratory of Odor Pollution Control, Tianjin, China

E-mail: zy403657583@foxmail.com

Abstract. This study evaluates the effect of the LEZ in Beijing from the perspective of vehicle emission reduction based on developing an urban street-scale vehicle emission inventory on the basis of the local emission factors and the dynamic or static traffic data via a bottom-up approach. In 2016, before the implementation of the LEZ, the vehicle emission of CO, HC, NOx, and PM were 49.01×10⁴, 6.31×10⁴, 5.96×10⁴, and 0.12×10⁴ t, respectively. According to the simulation results, the LEZ policy would have an obviously positive effect on emission reduction, especially for CO and HC. In order to realize the long-term mitigation target, it is necessary to update and amend the detailed terms of the LEZ policy regularly according to the traffic development and vehicle emission.

1. Introduction

In recent years, due to the rapid development of social economic and urbanization process, Beijing has been frequently plagued by serious atmospheric pollution, and made great efforts to save energy and reduce emission. With the gradually effective management of coal combustion, fugitive dust and industrial point source and dust, but the increase of vehicle ownership and travelled kilometers, and the aggravated congestion, vehicle emission has contributed more and more to the deterioration of air quality especially in urban area [1].

* Corresponding author.
Vehicles consume gasoline or diesel, and release air pollutants such as carbon monoxide (CO), hydrocarbons (HC), nitrogen oxide (NO\textsubscript{x}), and particulate matter (PM). The emission level of an individual vehicle (also called emission factor) will increase dramatically with the vehicular ages and mileages because of the deterioration of catalyst converter and the aging of vehicle itself (usually called the old car when the vehicle is ageing). The old car is a relative term, referring the vehicles with older ages, accumulating mileages, poor conditions and low emission standards, which accounts for a very low proportion of the total vehicle amount but a very high percentage of the total emission.

Therefore the elimination and restriction of the old car, such as the establishment of low emission zone (LEZ) policy have become a common and effective measure to improve the air quality in many megacities, e.g., London, Milan, Singapore, and Stockholm [2]. In broad terms, LEZs are areas where access is restricted for certain vehicles, generally based on the emission standard the vehicle was constructed to meet, and may include a complete ban or impose a charge to enter the LEZ [3]. An LEZ essentially introduces a considerable change in the normal traffic fleet turnover, resulting in lower emission than would be experienced without the LEZ. An LEZ may cover a few roads or a large inner city area. At the beginning of the year 2017, Beijing also established an LEZ policy that the ageing light-gasoline vehicles with the control standard of CHN I and CHN II would be prohibited to drive within the 5th ring area (the urban area of Beijing in general) on weekdays [3].

In view of the above background, for decision support, this study is to evaluate the effect of the LEZ in Beijing from the perspective of vehicle emission reduction, with a method of developing an urban street-scale vehicle emission inventory on the basis of the local emission factors and the dynamic or static traffic data via a bottom-up approach.

2. Data and methodology

Figure 1 shows the technical map of emission reduction evaluation of the LEZ policy. At first, the vehicle emission inventory with high spatiotemporal resolution was built with a bottom-up method. Then the change of vehicle activity level was simulated according to the LEZ policy scenarios in order to calculate the new inventory. At last the emission reduction of LEZ was derived quantificationally by comparing these two inventories.

![Figure 1. The technical map of emission reduction evaluation of the LEZ policy.](image)
2.1 **Vehicle emission inventory**

Vehicle emission inventory refers to the total emission loads within a certain time and space, which is calculated depending on emission factors (EF) and vehicle activity.

2.1.1. **Emission factors.** Emission factors describe the emission characteristics of individual vehicles by computing their emission levels per mileage, time, or fuel consumption. The emission factor database of regulation pollutants (including CO, HC, NOx, and PM) of Beijing were derived from the HTVSE system (NKU) [4], TEEM model (Transport Research Laboratory, UK), and COPERT model (European Union) [5], which had been amended and updated by adequate local measurements to improve the representativeness and authenticity of reflecting actual localized emission rates of vehicle with diversified types, fuels, I/M statuses, driving behaviours, and road attributes.

2.1.2. **Vehicle activity.** Vehicle activity contained traffic volume, speed, and fleet composition, which were able to reflect the real-road driving cycle and obtained by the means of field traffic survey, video identification, and floating cars [6]. All these multi-source heterogeneous data were integrated into a near-real-time traffic dataset, depending on which a traffic model could deduce the vehicle activity level of the entire road network (clustering into urban freeways, artery roads, and local roads). Then with the technology of GIS for transportation (GIS-T) including road segments cutting and map-matching, a real-driving-cycle-based vehicle activity database of the whole city was built as the inputs for the emission inventory model.

2.1.3. **Emission inventory.** Emission inventory was calculated and simulated with the Urban High Temporal-Spatial Resolution Vehicle Emission Inventory Model and Decision Support System (HTSVE) [4]. This system is developed by Nankai University and has been applied successfully for vehicle emission control decision support in Beijing [6], Tianjin [7], Nanjing [8], and Langfang [9]. It is able to calculate the vehicle emission inventory with high spatiotemporal resolution, and would be helpful for accurately modelling a numerical simulation of air quality in the city, which has been proposed by Jing et al. in their position papers[6].

In the HTSVE system, the hourly vehicle emission load per road segment was calculated according to the traffic volume and emission factors using a bottom-up method, as:

$$ W_{i,j}^{p} = \sum_{c} E_{c,v}^{p} \times Q_{c,i,j} \times L_{i} $$

where $i$ is the road segment; $j$ is the hour (h); $c$ is the vehicle category; $v$ is the travelling speed (km/h); $p$ is the pollutant sort; $W_{i,j}^{p}$ is the emission of pollutant $p$ on road segment $i$ at time $j$ (g); $E_{c,v}^{p}$ is the emission factor of pollutant $p$ for vehicle category $c$ at speed $v$ (g/km); $Q_{c,i,j}$ is the traffic volume of vehicle category $c$ on road segment $i$ at time $j$ (veh/h); and $L_{i}$ is the length of road segment $i$ (km). The total urban emission of pollutant $p$ is the summation of $W_{i,j}^{p}$.

2.2 **Evaluation approach**

According to the LEZ policy announcement of Beijing's authority, the geographical scope of the LEZ is within the 5th ring area and the restricted vehicle is the CHN-I and CHN-II light-duty-gasoline vehicle (LDGV)[4]. Besides, two scenarios of the LEZ were considered in this research, i.e., the short
term (traffic volume would be reduced as the result of restricted vehicles not travelling on the road) and long term (restricted vehicles would be replaced by compliant vehicles, and the traffic volume and speed would be restored to the pre-LEZ levels), as listed in Table 1. The base year of calculation was 2016. The evaluation indexes were the emission reduction and the traffic flow change under different LEZ scenarios, which were simulated by the HTVSE system.

<table>
<thead>
<tr>
<th>Scenarios</th>
<th>Implementation period</th>
</tr>
</thead>
<tbody>
<tr>
<td>Current situation (2016)</td>
<td>Pre-LEZ</td>
</tr>
<tr>
<td>Scenario I</td>
<td>Short term</td>
</tr>
<tr>
<td>Scenario II</td>
<td>Long term</td>
</tr>
</tbody>
</table>

3. Results and discussion

3.1 Current emission

3.1.1 Vehicle amount and activity level. Beijing's vehicle amount had reached $5.7 \times 10^6$ by the end of 2016, while the total length of the road network was $2.2 \times 10^4$ km. Vehicles in Beijing were classified into: (a) 8 categories according to the usage: LDV: light-duty vehicle; MDV: middle-duty vehicle; HDV: heavy-duty vehicle; LDT: light-duty truck; MDT: middle-duty truck; HDT: heavy-duty truck; Taxi; Bus. (b) 5 categories according to the control standard: CHN I, CHN II, CHN III, CHN IV, CHN V. Figure 2 shows the vehicle fleet composition and its geographical distribution. The LDV and the CHN-IV vehicles were the dominant vehicles within the 5 ring area of Beijing.

Figure 2. The vehicle fleet composition and its geographical distribution.

Figure 3 shows the daily variation tendency of vehicle traffic volume and average speed of typical roads in Beijing. The daily traffic volume featured an approximate M-shaped distribution, while the speed variation displayed a W curve, suggesting that the traffic had two peaks—early (7:00–9:00) and late (17:00–19:00)—in which the travelling speed were the slowest due to traffic congestion.
3.1.2. Vehicle emission inventory. By coupling the vehicle emission factors and activity level in the HTVSE system, the emission inventory was calculated. In 2016, the vehicle emission of CO, HC, NOx, and PM were $4.901 \times 10^4$, $6.31 \times 10^4$, $5.96 \times 10^4$, and $0.12 \times 10^4$ t, respectively. Figure 4 shows the emission proportion of different vehicles. Although the amount of the CHN-I and CHN-II light-duty-gasoline vehicles was very few, they contributed significantly to the pollutants emission. Therefore, it was very necessary to restrict the driving of these vehicles.

![Figure 3. The daily variation tendency of vehicle traffic volume and average speed in typical roads.](image)

![Figure 4. The emission proportion of different vehicles.](image)

3.2 Evaluation of LEZ

3.2.1. Traffic flow effect. The LEZ policy would change the traffic flow of the road network. According to simulation results by the traffic model embedded in the HTVSE system, in Scenario I (short term LEZ), the traffic volume was reduced as the result of restricted vehicles not travelling on the road, and the daily average speed of the road network would be increased from 30.1 km/h (current situation) to 34.3 km/h, and the speed of peak hours would be increased from 22.9 km/h (current situation) to 25.7 km/h, suggesting that the LEZ policy was very helpful for easing urban traffic jams. However in Scenario II (long term), the restricted vehicles would be replaced by compliant vehicles, and the traffic volume and speed would be restored to the pre-LEZ levels.
3.2.2. Emission reduction of LEZ. Figure 5 shows the emission reduction of the 2 LEZ policy scenarios. Additionally, the gridding emission display of these scenarios simulated by the GIS tool of the HTVSE system is shown as Figure 6.

**Figure 5.** The emission reduction of the 2 LEZ policy scenarios. From the simulation results, the LEZ policy had an obviously positive effect on emission reduction no matter the period was short term or long term, especially for CO and HC because of the restricted of the light-gasoline vehicles which were the biggest emitters of these two pollutions and accounting for a large proportion of the total vehicle population, in contrast the reductions of NOx and PM were comparatively lower.

On account of the distinct decreasing of the on-road vehicles and improving of traffic congestion, the emission reduction of Scenario I was relatively higher than that of Scenario II. Nevertheless, from the experiences of LEZ in Europe, that vehicle emission would gradually return to the level of pre-LEZ years later since the vehicles are aging and the catalytic converter is deteriorating [10]. As a result, in order to realize the long-term mitigation target, it is necessary to update and amend the detailed terms of the LEZ policy regularly according to the traffic development and vehicle emission.

**Figure 6.** The gridding emission display of the 2 LEZ policy scenarios (1 km × 1 km) (CO is taken for example here).

4. Conclusions
Based on developing an urban street-scale vehicle emission inventory with high spatiotemporal resolution on the basis of the local emission factors and the dynamic or static traffic data via a bottom-up approach, this study evaluates the effect of the LEZ in Beijing from the perspective of vehicle emission reduction.
In 2016, before the implementation of the LEZ, the vehicle emission of CO, HC, NOx, and PM were 49.01×10^4, 6.31×10^4, 5.96×10^4, and 0.12×10^4 t, respectively. According to the simulation of the HTVSE system, the LEZ policy would have an obviously positive effect on emission reduction no matter the period was short term or long term, especially for CO and HC. And the emission reduction of the short-term LEZ would be relatively higher than the long-term. In order to realize the long-term mitigation target, it is necessary to update and amend the detailed terms of the LEZ policy regularly according to the traffic development and vehicle emission.

Acknowledgements
This work was supported by the China National Science and Technology Infrastructure Program (2014BAC23B02) and the National Natural Science Foundation of China NSFC (21607081).

References