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This Special Issue of the Journal of Biomechanics reports an overview of the innovative 

research being conducted on a problem which every researcher reporting on the kinematics of 

humans and animals must cope with. The problem is rooted in our inability to directly observe 

the bones of our participants during the activities of interest and it represents a critical 

challenge since it is the motion of these underlying bones that is generally the nexus of our 

research. 

We are most often forced to reconstruct the motion of bones using the recorded trajectories of 

markers placed on the skin, which, due to the interposed soft tissues, are not rigidly fixed to 

the underlying bones. The local mobility of these markers (now commonly referred to as soft 

tissue artefact, or STA) leads to errors that, in some cases, are of the same order of magnitude 

as the motions at the joints being investigated. This problem therefore puts at risk the validity 

of a significant body of research in the basic, clinical and applied sciences. It is also a problem 

that, until recently, has been neither fully understood nor considered, arguably overlooked, by 

many of us whose research is affected by it. With this Special Issue, we hope this scenario 

will change. 
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Up to the sixties of the last century, scientists reconstructed the movement of a stick model of 

the human locomotor system as projected on a 2-D space or, in rare cases, in the 3-D space. 

These models were activated by the trajectories of markers located on the skin surface, most 

of the time on points approximating the joint centres and recorded using optical systems so 

that a sort of virtual exoskeleton in motion could be reconstructed. With these models they 

described body segment motions and no observation of any inner structure was attempted. 

This all changed with a study on human locomotion carried out from 1945 to 1947 at the 

University of California with the aim of designing advanced lower limb substitutes (Eberhart, 

1947). Relevant results reported on the rotation of the pelvis, femur, and tibia about their 

longitudinal axes during walking and, for the first time, we could legitimately talk of bone 

movement as opposed to body segment movement. To achieve this, however, cortical pins 

with markers affixed to them had to be inserted into the volunteer’s bones, thus providing a 

rigid link between the object being recorded (the marker) and that of interest (the bone). In 

doing so Eberhart’s team was acknowledging the fact that markers located on the skin surface 

were incapable of reliably tracking the small rotations of the underlying bones due to the 

interposed deformable tissues. Bresler and Frankel, who participated in that study, seemed, 

however, to underestimate the magnitude of this problem. In fact, they tracked skin-mounted 

markers in their historical work on joint kinetics during level walking (Bresler and Frankel, 

1950), describing the movement of the skin over the bone as causing “some slight error in 

location of the target” (target now being commonly described as marker). 

In the 1950s and 1960s, the development of endo- and arthro-prostheses, and of reconstructive 

orthopaedic surgery in general, made the acquisition of deeper knowledge concerning both the 

movement of bones and the mechanics of human joints paramount. John Paul, at the 

University of Glasgow, responded to this urgency by initiating his pioneering studies around 

1965. He estimated bone movement during different locomotor tasks using skin mounted 

markers and cinecameras and was able to provide fundamental data concerning the muscular 

forces and hip loading (Paul, 1966, 1967, 1969). This seminal research is a milestone in the 

history of biomechanics, and, once again, the problem of the skin movement over the bones 

was identified but given limited importance. For instance, errors in the reconstructed hip joint 

centre coordinates around 3 mm were hypothesized and assumed to “correspond to 

inaccuracies in measurement, movement of the skin marker (located over the greater 

trochanter) relative to the skeleton and distortions due to film processing or projector lens” 

(Paul 1967). While Paul (1967) concentrated on the distortion of the lenses and on high 
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frequency errors and their effect on time derivatives of position data, we know now that, as 

reported by a number of papers in this Special Issue, STA errors caused by those skin 

mounted markers were much larger. 

An often cited paper by Spoor and Veldpaus, in 1980, reports on the first study aimed at 

optimising the estimate of the pose of a body using measured positions of point markers 

located on it. This important report provided a framework which is still used today for the 

analysis of movement using multiple skin markers per segment. Nevertheless, their statement 

“Methods based on light photogrammetry of markers associated to bone are usually 

relatively accurate as compared to electro-goniometry” (Spoor and Veldpaus, 1980) gives the 

impression that the STA problem was, again, underestimated. At that time, however, there 

seemed to be already an awareness of the importance of improving current practice. For 

example, Cappozzo, in 1984, while elaborating on the sets of markers that should be mounted 

on the body segments, states that the “relative movement between markers and underlying 

bone due to soft tissue deformation” should be regarded as a measurement “artefact” 

(Cappozzo, 1984). He then recommends that markers be positioned so that the above-

mentioned relative movement “should be minimal”, without, however, quantifying the 

importance of the issue. 

Awareness of what we today call soft tissue artefact (STA) was gained in the nineties. In 

Cappozzo (1991), in a section entitled “Skin marker artefacts”, we read: “A major source of 

error in the experimental procedures using optoelectronic systems is associated with the 

relative movement between skin markers and underlying bone. This displacement, which 

cannot be avoided, exhibits time histories with the same frequency content of those which 

describe the actual body segment movement”. This paper, besides reinforcing the concept that, 

while estimating bone pose, the above-mentioned marker local movements should be 

regarded as measurement artefacts, also provides a measure of their effect on the estimate of 

the trajectory of the centre of the femoral head during walking. 

From that time on, several groups have measured the magnitude of the STA and tackled the 

problem of the minimization of its propagation to bone pose estimate. By the end of the 

nineties, the measurement of STA was initiated first using markers mounted on cortical or 

periosteum pins (Cappozzo et al., 1996; Fuller et al., 1997; Holden et al., 1997; Reinschmidt 

et al., 1997a; Reinschmidt et al., 1997b) and then using different medical imaging techniques 

(Maslen and Ackland, 1994; Sati et al., 1996; Tranberg and Karlsson, 1998). As for the STA 

compensation methods, several algorithms were developed addressing STA at single-body 
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(Andriacchi et al., 1998; Ball and Pierrynowski, 1998; Cappello et al., 1997; Cheze et al., 

1995) or multibody (Lu and O'Connor, 1999) level. 

More recently, further studies, comprehensively quoted and reviewed in the papers of this 

Special Issue, have been performed using the above-mentioned invasive methods, providing 

artefact-free bone movement and joint kinematics during a wider range of tasks, quantifying 

the STA effect on joint kinematics, determining its main characteristics, and creating models 

to help understand its nature. It is important to notice, however, that the resulting information 

is still incomplete and, until this Special Issue, not readily available to the community. In the 

last decade, more elaborate STA compensation methods, also quoted in this Special Issue, 

have been proposed, but, given the scarcity of artefact-free data, none of them could be 

comprehensively validated. 

It is interesting to note that, in recent times, both the assessment of the STA and the 

development of compensation methods have moved from an individual marker displacement 

perspective towards considering the overall movement of the maker-cluster, by characterizing 

its geometrical transformation (Benoit et al., 2015; Dumas et al., 2014; Grimpampi et al., 

2014), and focusing specifically on the rigid component (i.e., translation and rotation) of this 

transformation as the only artefact movement to be compensated for (Bonci et al., 2015; 

Dumas et al., 2015). 

Despite the above-mentioned efforts, the problem is still regarded as having critical relevance 

for human movement analysis research: “Probably the last great challenge for optical systems 

is in using computational techniques to compensate for soft tissue measurements” (Baker, 

2006). “Despite the numerous solutions proposed, the objective of reliable estimation of 3D 

skeletal system kinematics using skin markers has not yet been satisfactorily achieved and 

greatly limits the contribution of human movement analysis to clinical practice and 

biomechanical research” (Leardini et al., 2005). 

Presently, STA, along with other less critical factors, still limits the possibility to reach the 

desired accuracy in various applications. Only in a limited number of clinical applications 

(e.g., cerebral palsy, adult brain injuries), there is evidence that the use of motion analysis 

applied to gait and combined with an expert clinical evaluation can modify or reinforce the 

clinical decision, influence the planning of orthopaedic surgery, and/or rehabilitation 

programs (Chang et al., 2006; Cook et al., 2003; Ferrarin et al., 2015; Lofterød et al., 2007; 

Wren et al., 2011; Wren et al., 2013). Similarly, STA has a negative impact when 

investigating injury mechanisms during dynamic motor tasks. For example, although studies 
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using skin markers have provided clues that the combination of knee abduction and internal 

rotation is a potential risk for the anterior cruciate ligament (McLean et al., 1999; Shimokochi 

and Shultz 2008) and, similarly, that excessive inversion and internal rotation of the rearfoot 

may constitute a potential risk for lateral ankle ligaments (Hertel 2002, Gehring et al., 2013), 

the accuracy with which such angles are currently estimated is still not adequate with respect 

to the entailed range of motion (Benoit et al., 2006). Improving this accuracy would enable a 

re-evaluation and improved understanding of the underlying mechanisms. In summary, the 

generalisation and strengthening of the effective role of motion analysis in clinical practice 

and in other application areas requires the six degrees-of-freedom joint kinematics to be 

estimated with a much higher accuracy than is possible today. 

During the Seventh World Congress of Biomechanics, held in Boston in 2014, a number of 

human movement analysts recognised the need to address this ongoing issue and established a 

working group aimed at its resolution (the Soft-Tissue-Artefact-Propagation-Attenuation 

Group; STAPAG). The founding idea was that such a challenging problem could only be 

solved through a solidarity pact among interested scientists willing to share competences and 

resources. This Special Issue of the Journal of Biomechanics is one of the products of this 

joint effort. 

In the first part of this Special Issue, this solidarity is highlighted by a detailed report made 

possible by the contributions of the majority of the authors who have measured the STA using 

either pins inserted into bones or fluoroscopy. By providing their raw data, the characteristics 

of the STA at various joints are expounded upon since a detailed knowledge of the 

phenomenon is a prerequisite for the assessment of its negative effects and to devise methods 

that minimize these effects. Standardized metrics for the description of the STA are proposed 

and data samples for body segments of both the upper and lower extremities and for numerous 

motor tasks are provided (Cereatti et al., 2017). These data samples also include artefact-free 

joint kinematics for the validation of STA compensation methods. In other studies, the 

amplitude of the STA, either assessed as displacements of individual markers or as the 

translation and rotation of a maker-cluster, are analysed at the pelvis level for different hip 

joint angles (Camomilla et al., 2017), at the thigh and shank levels during treadmill gait 

(Barré et al., 2017) and cycling (Li et al., 2017), and at the clavicle, scapula and humerus 

levels during daily life and sports activities (Blache et al., 2017). The well-known relationship 

between STA and joint angles is observed for some of the marker-cluster geometrical 

transformations (not only rotations and translations but also homotheties and stretches) (Barré 
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et al., 2017). At the same time the role of factors other than joint angles, e.g. muscle 

activation, are investigated, suggesting that further development of STA compensation 

methods may have to include not only kinematic constraints but also internal forces, 

especially during activities with varying loading conditions (Li et al., 2017). In Dumas et al. 

(2017) the local displacements of the skin markers are not analysed as artefacts to be 

compensated for, but are seen in their real nature and used to characterize the movement of 

the soft tissue masses relative to the bone (wobbling masses) and the relevant dynamic effects 

on the execution of a motor task. This contribution was included in the Special Issue in order 

to emphasize the double perspective through which the local movement of the skin markers 

may be seen. 

In the second part of the Special Issue, the propagation of the STA to different outputs of 

motion analysis is investigated to highlight the importance and the consequences of the 

phenomenon. The effect of the STA on the estimate of the knee joint axes through functional 

calibration is analysed both experimentally (Sangeux et al., 2017) and analytically (De 

Rosario et al., 2017). Both studies confirm the effects of STA on knee angles for all functional 

calibration approaches, stating that no approach can be generally considered superior to others 

regarding the impact of STA. Different calibration approaches proved different sensitivities to 

the knee varus–valgus or internal–external rotation ranges of movement (Sangeux et al., 

2017) and to different characteristics of the artefacts (De Rosario et al., 2017), calling for 

strategies to limit the negative effects of STA that are specific to the selected approach. As 

regards the accuracy of the kinetic quantities estimated through musculoskeletal models 

driven by stereophotogrammetric recordings of skin-mounted marker trajectories, STA can 

cause variations in some cases higher than 30%, but without significantly altering the overall 

pattern of joint kinetics and contact forces (Lamberto et al., 2017). 

The third part of the Special Issue revises the kinematic models of the lower limb (Leardini et 

al., 2017) and upper limb joints (Duprey et al., 2017) used in multibody kinematics 

optimisation, a method which is becoming extensively used for STA compensation as 

expounded upon in the fourth part of the Issue. The evaluation of these methods is focused on 

the knee (Richard et al., 2017) and shoulder (Naaim et al., 2017) joints, assessing the efficacy 

of different joint models in improving the kinematics estimates using the artefact-free 

kinematics made available in the first paper of this Special Issue (Cereatti et al., 2017). 

Results in this third part lead to the conclusion that the joint models devised so far still do not 

represent a reliable solution to the STA issue, for none of the investigated joints. These 
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models have shown to somehow help the reduction of the STA effects, but enhanced joint 

modelling approaches including personalisation and/or stochastic processes are required to 

take full advantage of the anatomical information. 

While the previous parts of the Special Issue dealt with improving our understanding of STA 

through descriptive modelling approaches, the fourth part deals with the state of the art in 

STA compensation. Most of these methods were validated using the data provided in this 

Special Issue (Cereatti et al., 2017). By exploiting the continuum mechanics theory of 

Cosserat and least squares methods and using a large in vivo database, Solav et al. (2017) 

confirms the existence of time variant marker-clusters almost unaffected by STA and 

proposes criteria for the instantaneous non-invasive selection of them. Alternatively, the 

compensation entailed in using multibody kinematics optimisation is enhanced by the 

projection of the skin markers onto a selected axis of the local system of coordinates (i.e., the 

humerus longitudinal axis) to cancel the deleterious effect of STA on this degree-of-freedom, 

reducing by half the errors for humerus axial orientation (Begon et al., 2017). Multibody 

kinematics optimisation is also used in the context of musculoskeletal modeling: adaptive 

kinematic constraints are introduced to limit the impact of STA and obtain a more 

physiologically valid representation of joint kinematics and intersegmental moments during 

gait (Potvin et al., 2017). Using these constraints, physiologically consistent representations of 

knee joint kinematics during motions commonly associated with non-contact knee injuries 

were obtained and injury mechanisms reconsidered (Smale et al., 2017). Methods are also 

reported that exploit the potential of extended Kalman filters, either simultaneously tracking 

maker trajectories and external forces (Bonnet et al., 2017a) or embedding an STA 

mathematical model in the filter (Bonnet et al., 2017b). The former approach, although tested 

only for sagittal symmetric motor tasks, may reduce up to one-third the STA effects on the 

reconstructed ground reaction forces and moments and, by inference, on intersegmental loads 

(Bonnet et al., 2017a). This approach also allows for a reduced error in joint kinematics, with 

the exception of degrees of freedom that undergo moderate displacements (Bonnet et al., 

2017b). 

And finally, the fifth part of the Special Issue addresses the emerging use of ultrasound 

techniques for the assessment and compensation of the STA (Jia et al., 2017; Masum et al., 

2017). 

Advanced optical motion capture systems have never been more affordable and accessible. 

The obvious question, with this compilation of STA-related research is this, however: can we 
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now reliably and validly represent bone and joint motions using markers placed on the skin? 

The answer is that we are closer than fifteen years ago, but the light at the end of the tunnel 

cannot be seen yet. The papers in this Special Issue are nevertheless laying the tracks needed 

to reach this light. They bring together different approaches and points of view, facilitating a 

structured debate to devise future developments and provide knowledge, suggestions, and data 

that may accelerate the achievement of the ultimate goal of enhancing the accuracy of human 

and animal motion analysis performed using stereophotogrammetry and markers attached to 

the skin. 

The guest editors would like to take this opportunity to thank the editors of the Journal of 

Biomechanics for hosting this Special Issue, especially Farshid Guilak for his precious 

support and advice. Last but not least, we would like to thank the reviewers for their valuable 

help in assessing and improving the contributions, and the authors for contributing their high-

quality studies. We are also grateful to the Editorial Office of the Journal of Biomechanics for 

the opportunity and assistance to publish all the papers within this Special Issue. 
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